Atomistic modeling of failure in iron by Ersland, Christer Honoré
Atomistic modeling of failure  
in iron
Thesis for the degree of Philosophiae Doctor
Trondheim, April 2012
Norwegian University of Science and Technology
Faculty of Engineering Science and Technology
Department of Engineering Design and Materials
Christer Honoré Ersland
NTNU
Norwegian University of Science and Technology
Thesis for the degree of Philosophiae Doctor
Faculty of Engineering Science and Technology
Department of Engineering Design and Materials
© Christer Honoré Ersland
ISBN 978-82-471-3541-9 (printed ver.)
ISBN 978-82-471-3542-6 (electronic ver.)
ISSN 1503-8181 
Doctoral theses at NTNU, 2012:129
Printed by NTNU-trykk
Abstract
This thesis is based on three research papers, all concerning molecular dynamics (MD) sim-
ulations of failure properties in pure iron. The ﬁrst two papers examine iron crystals with
cracks deformed in Mode I tensile testing, with diﬀerent geometrical constraints. In Paper I we
have reviewed fracture mechanics in light of atomistic simulations, and shown a possible way
to link atomistic and multiscale simulations of cracks to the crack initiation toughness of the
material. Stress-intensity factors and eﬀective surface energies were calculated from atomistic
penny-shaped cracks and multiscale edge crack simulations. The inﬂuence of T -stress/constraint
level was examined.
Paper II is devoted to the study of penny-shaped cracks, comparing this geometry with the
more commonly studied through-thickness cracks. It was found that the fracture mechanisms in
speciﬁc crystallographic orientations were similar, but that the penny-shaped crack was able to
change shape during loading in order to favor dislocation emission over unstable fracture.
The last paper, Paper III, is a study of size and strain rate eﬀects in compression of nanopillars,
where three crystallographic orientations were simulated. A size-strengthening eﬀect was found
for pillars compressed along 〈100〉 and 〈110〉 directions, and a lower strain rate was shown to
result in lower maximal stress before deformation began.
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Chapter 1
Introduction
Steel is certainly the one of the most widely used structural materials in the world, and with an
abundance of existing steels this type of alloy is used in everything from buildings to pipelines.
As a ﬁrst step in order to understand the properties of steel we have focused on pure iron, in
order to gain fundamental insight. The ability to withstand large loads and deformations is
one of the main beneﬁts of using iron and steels, and the various alloys have yield stress values
ranging from typically around 100 MPa (cast iron) up to 700 MPa (high-strength steel).
All real materials have imperfections, and microcracks will always be present within structures.
This is not a problem as long as these cracks remain small and the material is not critically
loaded. However, if the cracks are loaded beyond a certain level or reach a critical size, they might
suddenly grow uncontrollably and cause catastrophic failure of the structure. It is necessary to
know when and how this happens, in order to utilize materials in safe and cost-eﬀective ways.
In traditional fracture mechanics research, many continuum equations are used and vast amounts
of simulations are done using ﬁnite element modeling (FEM). With these approaches, the process
zone immediately surrounding the crack tip is treated more or less like a "black box" where a
certain behavior is assumed. This region contains such high stresses and complicated processes
that regular fracture mechanics breaks down, and this is where atomistic modeling can shine
a light in the dark. By explicitly considering all atoms around a crack, fracture criteria and
mechanisms can be studied and quantiﬁed.
When going to such small scales as the atomistic level, the precise lattice structure, crystallo-
graphic orientation and crack shape is very clearly visible and will inﬂuence the behavior during
mechanical loading. These are parameters we have explored extensively in this thesis, and we
have thus chosen a "bottom-up" approach: To start studying fundamental, nanoscale properties
in order to understand macroscopic eﬀects.
As nanotechnology advances, new equipment and test methods make it possible to access material
properties at scales never seen before. The smallest samples tested nowadays are less than 100
nm, and they start approaching the sizes we can simulate atomistically. Local material testing
within single grains and with speciﬁc crystallographic orientations can be done in the lab, with
1
2conditions ever closer to the "perfect" world of the atomistic modeling. This type of testing is
simulated in this thesis.
Outline
In addition to the three research papers found at the end of this thesis, some introductory
chapters are included. Chapter 2 gives a more general introduction to iron, the lattice structure,
defects and dislocations, while Chapter 3 explains some basic concepts and practical limitations
of molecular dynamics (MD) simulations. In Chapter 4 (Paper I and II [1, 2]) and Chapter 5
(Paper III [3]) a motivation for the papers and an outline of the research is given.
Acknowledgements are found in the last chapter of this thesis.
Chapter 2
Material properties and defects
This chapter acts as a brief introduction to some of the properties of iron, bcc structures, defects
and dislocation mechanisms, in order to set the stage for the research presented in the papers.
2.1 Iron and the bcc structure
Iron is a material that has been used for several thousand years, and is known as a strong metal
with good deformation and alloying properties. The yield stress for high-purity iron has been
measured by e.g. Kuramoto et al. [4], which resulted in values in the range of 350− 425 MPa at
a temperature of 4.2 K.
Metals have their atoms arranged in periodic lattice structures, and iron is of the body-centered
cubic (bcc) type, shown schematically in Figure 2.1. The strength of a perfect iron crystal will
be highly dependent on the crystallographic direction along which one deforms the material,
and 〈100〉 directions are found to be the weakest. Clatterbuck et al. [5] performed ab initio
calculations to ﬁnd the ideal strength of pure iron, in tension and in shear. The ideal strength is
an upper bound to the material strength, and can be calculated by looking at elastic instability
in the lattice structure. Uniaxial tension in a 〈100〉 direction resulted in a stress – strain curve
with maximum stress of 12.6 GPa at 15% strain. The point of maximum stress was at the elastic
instability associated with the bcc → fcc (Bain) deformation path and corresponds, physically,
to cleavage along a {001} plane.
Morris et al. [6] described mechanical behavior of bcc metals in a defect-free world, i.e. with
a pure, dislocation-free iron crystal. They cited ab initio calculations giving an ideal tensile
strength of about 10.5 GPa for pure iron, which is 0.08E100, where E100 is the elastic modulus in
the 〈100〉 direction. At a strain of 0.26 along the 〈100〉 direction a bcc cell is transformed into an
fcc cell, which corresponds to the above stress if we ﬁt the stress – strain curve with a sinusoid.
Mechanical loading of an iron crystal may result in brittle fracture, limited crack growth and/or
plastic deformation through emission of dislocations (further described in Section 2.3). This will
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depend on many factors: Crystallographic orientation of the sample, the mode of loading, strain
rate and temperature, to mention some.
As shown in Figure 2.1, the bcc crystal has some preferred cleavage planes and slip systems. Slip
in bcc occurs in 〈111〉 directions, which are the closest packed, and the most common slip planes
are {110}, {112} and {123} [7]. The above slip systems are also found experimentally to be the
most active in pure iron and low-alloy steels [8,9]. It is shown experimentally that {100} planes
are the most likely to cleave, but {110}, {112} and {123} planes may also produce cracks [10].
One can theoretically estimate which planes should be the favored cleavage planes in bcc, due
to the ranking of surface energies. It is found that it is the {110}, {100} and {112} planes [11].
Figure 2.1: Sketch of a bcc crystal, with some possible slip and cleavage planes marked. Figure made by
Inga Vatne, used with permission.
2.2 Ductile – brittle transition
Iron and ferritic steels can have a dramatic change in fracture toughness over a small temperature
range. At low temperatures the steel is brittle, and fails by fracture. At high temperatures the
material is ductile and tears by microvoid coalescence. In the temperature range of the transition
both mechanisms are present, and in experiments data will be very scattered in this region. This
transition is well described in e.g. the textbook by Anderson [12], and is also introduced in Paper
I [1].
The work presented in this thesis only simulate iron at very low temperatures (1 − 5 K), so we
do not consider the transition between brittle and ductile behavior. We do, however, seek to
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investigate brittle behavior in iron, and the conditions that promote or hinder uncontrollable
crack growth.
2.3 Defects in iron
Real crystalline materials always contain defects of some kind, which might alter their properties.
This includes point defects, line defects, planar defects and bulk defects. Point defects (e.g.
vacancies, interstitials and impurities) and bulk defects (e.g. voids and precipitates) have not
been topics in our research, and will not be described further. We will instead focus on some
defects that have been of major importance in our papers, namely dislocations, twinning and
phase transitions. For further reading, the book by Hull and Bacon [13] is suggested.
Dislocations are line defects in a crystalline material at the atomistic level, and they lead to the
plastic deformation of metals on the macroscopic level. The two main types of dislocations are
edge and screw, and they are both shown schematically in Figure 2.2.
An important concept when describing dislocations is the Burgers vector b, which describes the
direction and magnitude of the lattice distortion. This can be found in the following way: First,
draw a rectangle in the perfect lattice without the dislocation, encompassing the site where the
dislocation will be. Then, introduce the dislocation, something which will make the rectangle
change (and normally break one of the sides, leaving it an open geometrical structure). The
Burgers vector is then the line segment that will join the rectangle again. As seen in Figure 2.2,
an edge dislocation has a Burgers vector perpendicular to the dislocation line, while in the screw
dislocation they are parallel.
(a) Edge dislocation. (b) Screw dislocation
Figure 2.2: Sketches of edge and screw dislocations in a material, and their Burgers vectors. Figures
made by Inga Vatne, used with permission.
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Caillard [14–16] investigated the kinetics of dislocations in pure iron by performing TEM in situ
straining experiments at temperatures of 110 K, 300 K and in the range between. The main result
from [14] is that at 300 K, screw dislocations move steadily, with a velocity depending on their
length. This is in accordance with the kink-pair mechanism, which is characteristic for bcc metals,
where pairs of kinks are formed on the dislocation line, causing it to glide. At a temperature of
110 K, however, the screw dislocations have a "jerky" motion, with quick jumps over several tens
of nanometers separated by locked positions that lasts for seconds. This behavior is inconsistent
with the kink-pair mechanism, and the author suggests a locking-unlocking mechanism which
was previously observed in Ti.
In bcc materials dislocation motion is particularly complicated, due to the likelihood of cross-slip.
As mentioned in Section 2.1, dislocations move in 〈111〉 directions, with slip planes being {110},
{112} and {123}. In particular, three {110}, three {112} and six {123} planes share the same
〈111〉 direction, which makes it easy for screw dislocations to move around on diﬀerent planes in
a very ill-deﬁned manner.
Twinning is a planar defect, and is a process where a region of a lattice locally changes orientation,
mirrored over a twin plane, due to shear strain. This is shown schematically in Figure 2.3.
In bcc metals, twinning happens on the {112} planes by twinning dislocations with Burgers
vector b = 1/6〈111〉, and there is an increased tendency for twinning to occur with increasing
deformation rate and decreasing temperature (see e.g [13]). We thus expect to observe twinning
in our simulations, since we have very low temperatures and a very high strain rate.
Figure 2.3: Sketch of twinning in a crystal, where a region changes orientation mirrored over a twin plane.
Figure made by Inga Vatne, used with permission.
Before ending this chapter we should also mention phase transformation from bcc to face-centered
cubic (fcc) structure in iron, that might occur in small or large regions at high stresses both in
simulations [17–19] and experiments [20,21]. Diﬀerent types of orientation relationships between
the bcc and the fcc structure exist [22–25], but we will not elaborate on this here.
Chapter 3
Modeling and simulation
My contributions to the research presented in Papers I - III are based on molecular dynamics
(MD) simulations, and a signiﬁcant part of my thesis work was spent making, running and an-
alyzing these simulations. It thus seems natural to include this chapter concerning some of the
fundamentals of MD simulations, as well as a brief overview of how they are analyzed. The
software used for all MD simulations was the Large-scale Atomic/Molecular Massively Parallel
Simulator (LAMMPS) [26], a free, open-source code developed and distributed by Sandia Na-
tional Laboratories, USA. For details regarding this code, the reader is referred to the LAMMPS
homepage, http://lammps.sandia.gov/.
3.1 Molecular dynamics in a nutshell
The basic idea of MD simulations can be explained in one sentence: It is a dynamical evolution
of a system of atoms by explicitly solving Newton’s second equation of motion for
all atoms in small, discrete timesteps. Let us quickly go through how this could be done
in practice.
From a system of N atoms with positions r(t) and velocities v(t) we can ﬁnd the positions a
time Δt later by the Taylor expansion
r(t+Δt) = r(t) + v(t)Δt+
a(t)
2
Δt2 +
˙a(t)
6
Δt3 +O(Δt4), (3.1)
where a(t) is the acceleration and ˙a(t) is the third-order time derivative of the positions. By also
performing a Taylor expansion for the previous timestep t−Δt and adding the expressions, we
can ﬁnd the future positions as
r(t+Δt) = 2r(t)− r(t−Δt) + a(t)Δt2 +O(Δt4).
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Dropping the O(Δt4)-term and by the use of Newton’s second law F (t) = ma(t), we can estimate
the future postition (with an error of Δt4) by
r(t+Δt) ≈ 2r(t)− r(t−Δt) +
F (t)
m
Δt2, (3.2)
where m is the mass of the particle considered. This is the Verlet algorithm [27], and although
it is very simple it usually gives the most accurate and stable particle trajectories (see the text
book by Frenkel and Smit [28] for an extended discussion regarding stability and reversibility for
various algorithms).
A somewhat newer and nowadays more commonly used algorithm is the velocity Verlet algorithm
[29], which estimates the next position directly from the Taylor expansion, as
r(t+Δt) ≈ r(t) + v(t)Δt+
F (t)
2m
Δt2, (3.3)
and the velocity for the next timestep is calculated the following way:
v(t+Δt) ≈ v(t) +
F (t+Δt) + F (t)
2m
Δt (3.4)
It can be shown (see e.g. Frenkel and Smit [28]) that using (3.3) and (3.4) is mathematically
equivalent to using the original Verlet expression (3.2), but numerically the velocity Verlet algo-
rithm is superior on a computer of ﬁnite precision.
In the expressions above the timestep Δt is prominent, and the size of this needs to be chosen
carefully. The time resolution must capture the smallest dynamics of the simulated system, which
is the atomic vibrations. We thus use timesteps in the femtosecond (10−15 s) range, normally
between 1 − 2 fs for simulations of solids. Smaller timesteps could of course be used, but this
would require many more timesteps to be run in order to follow the system during a certain real
time-period. However, if the timesteps get too large, the simulations will become unstable and
unreliable, so there is always a trade-oﬀ between computational cost and reliability.
System temperature and pressure
The particle velocities are connected to the temperature through the equipartition theorem,
which for N particles of equal mass m = 1 reads
Ek =
1
2
m
N∑
i=1
v2i =
1
2
N∑
i=1
(v2x,i + v
2
y,i + v
2
z,i) =
1
2
kBTNf ,
where kB is the Boltzmann constant, T is the temperature and Nf = 3N−3 ≈ 3N is the number
of degrees of freedom for a system of N ( 1) particles with ﬁxed total momentum. We can
thus easily ﬁnd the instantaneous temperature as
T =
1
3NkB
N∑
i=1
v2i . (3.5)
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The system pressure can be calculated through similar expressions, summing up contributions
from pairs of atoms.
What we normally want to do is to put certain constraints on our system consisting of N
atoms, in order to keep volume (V ), pressure (P ) or temperature (T ) constant during simulation.
Depending on which property we wish to keep ﬁxed, this corresponds to either a canonical (NV T )
ensemble, or a constant temperature constant pressure (NPT ) ensemble. Equations in order to
achieve this in a simulation were developed by Nosé [30] and Hoover [31] in the eighties, and
has been further improved since then. Today, the equations for evolving a system of atoms in a
NV T or NPT regime within LAMMPS come from Shinoda et al. [32], which build upon work
by, inter alia, Parrinello and Rahman [33].
3.2 Interatomic potentials
A crucial part of moving an atomic system to the next timestep is knowing the forces F (t), which
are used in expressions (3.3) and (3.4). To ﬁnd the force that is applied to an atom from another
atom, we take the negative gradient of the potential function, F (r, t) = −∇V (r, t). This function
(also sometimes called the force ﬁeld) is what describes the interaction between two atoms of
speciﬁc types, and will to a large degree determine how realistic the simulation results will be.
There are many classes of potential functions to choose from, depending on the type of system
one want to simulate, and we will in the following sections present two formulations used in our
research.
3.2.1 Embedded atom method (EAM)
This type of semi-empirical potential, made by Daw and Baskes [34, 35], is particularly suited
for simulations of metals, as it views atoms as impurities embedded in a "cloud" of the electron
densities from the other atoms. It is able to capture relaxation and material response in the
case of free surfaces and cracks. In this formalism, the potential function V of the system is a
sum over all individual contributions Vα,i, and the atom types (for example Fe or C) are denoted
by indices α and β. One sum is over the embedding functions Fα, which are dependent on
local electron densities ρ¯i of the surrounding atoms. The other sum is over pair-interactions φβα
which are diﬀerent functions for diﬀerent combinations of α and β, and they depend only on the
interatomic distance rij between atoms i and j. The full expression reads
V =
∑
i
Vα,i =
∑
i
Fα(ρ¯i) +
1
2
∑
i,j
φβα(rij), (3.6)
where the density is expressed as
ρ¯i =
∑
j
ρα(rij)
in the regular EAM.
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3.2.2 Analytic bond-order potential (BOP)
This potential was originally constructed by Tersoﬀ [36], and further developed by, among others,
Albe et al. [37]. Compared to the EAM potential, the directional bonding is what makes this
potential special. An angular term determines bond strength dependent on the neighbors of
an atom, and this enables the BOP to describe several bonding states, and to a certain degree
chemical bonding. The potential function V for the system is written as a sum over individual
bond energies in the following way:
V =
∑
i<j
f cij(rij)
[
φRij(rij)−BijφAij(rij)
]
(3.7)
Here φR and φA are repulsive and attractive pair-potentials, respectively. Their interaction range
is controlled by the cut-oﬀ function f c, and the angularity and three-body contributions are given
by Bij .
3.2.3 Potentials for iron
Most published iron and iron alloy potentials are of an EAM-type [38–47], but several bond-
order potentials also exist [48–50]. The EAM potentials are normally preferred because they
are signiﬁcantly less computational intensive and give good correspondence to real materials. In
cases where very high accuracy is needed, or special cases like magnetism, phase transitions or
high-temperature conditions, the BOP are needed.
Several of the above iron potentials [38–40,48] were used in qualitative fracture simulations in one
of our conference papers [51], and for most crack orientations very little diﬀerence was observed.
Other papers (e.g. [52,53]) also explore the inﬂuence of potentials.
In Papers I, II and III the so-called "Mendelev II" potential from [38] is used. This potential
is one of the few known to correctly predict the sixfold symmetry of screw dislocation cores, as
calculated by DFT calculations [54, 55], so we chose it since (both edge and screw) dislocations
were expected to be of importance in our simulations. In one of our conference papers [56] a
BOP by Müller et al. [48] was used to study semi-inﬁnite cracks, since we simulated smaller
systems that could aﬀord using a more computationally intensive potential.
3.3 Limitations in both time and space
As mentioned in Section 3.1 we need to compute all forces for all atoms in our system, and it
must be done in timesteps in the order of femtoseconds. These requirements severely limits the
time window available for simulation, and the size of our simulated systems. Most of the MD
simulations presented in Papers I – III last only a fraction of a nanosecond and have sizes ranging
from 5− 60 nanometers.
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These limitations give simulation conditions far from lab experiments, but the gap between these
two worlds becomes smaller each year. In the labs at NTNU nanopillar compression experiments
are now done with sizes down to a few hundred nanometers1, and in recent literature samples
smaller than 100 nm are used for material property testing [57]. Faster supercomputers and more
eﬃcient codes, combined with the development of more sophisticated lab equipment, might soon
close the size gap.
The time domain is where the big gap lies, with a factor of about 109 diﬀerence in strain
rates. Our "slowest" MD simulations have strain rates of about 106 (most of them use 108),
while most experiments use 10−3 − 10−1. From both simulations and experiments we know
that many material properties are strain rate dependent (see e.g. [3,58–61]), but we expect MD
simulations to at least qualitatively present a realistic picture of material behavior and the eﬀect
of crystallographic orientations, geometries and sizes.
3.4 Analysis tools
As an MD simulation is running, huge data ﬁles with atom coordinates and properties are
produced. In order to make sense of these data, several tools are used. Most important of all to
us is the Open Visualization Tool (OVITO) [62], an open-source, free visualization software made
by Alexander Stukowski. Within OVITO large ﬁles can be visualized, and multiple selections
can be added and deleted in order to study speciﬁc parameters of the simulations.
One of the most important tools for characterizing the deformation and fracture mechanisms in
simulations is the common neighbor analysis (CNA) [63,64], which analyses the atomic structure
and identiﬁes a number of diﬀerent lattice structure types. This enables us to closely study
dislocation movement in our systems, and also detect lattice transformations and twinning.
Another way to see dislocations is to remove all atoms below a certain value of potential energy.
This will leave only free surfaces, dislocations and other highly stressed regions (for instance in
front of a crack-tip), but will not provide us the detailed lattice structure information that CNA
does. Examples of images produced by using CNA and by selecting atoms according to potential
energy are shown in Figure 3.1.
In addition to the methods mentioned above, the Dislocation Extraction Algorithm (DXA) made
by Stukowski and Albe [65] has been used on some simulations in order to better analyze dislo-
cations. This algorithm is able to detect dislocations in a lattice, turn them into line segments
and further determine their Burgers vectors.
1These are ongoing experiments, and are not yet published.
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a) b)
Figure 3.1: Example of the diﬀerent images possible to make by the use of the analysis methods mentioned
above. Both images are from simulations of nanopillar compression, presented in Paper III [3]. a) shows
the results of CNA, where all bcc atoms and atoms on the pillar surface have been removed in order to
view the dislocation loops inside the pillar. White atoms are of unknown lattice structure, and red atoms
are screw/mixed dislocations. The black lines are added to show the sides and bottom of the pillar. b)
shows only atoms with a high potential energy, and we view the pillar from below. Only surface atoms
and dislocations are visible, and the coloring is done according to the von Mises stress (red is high and
blue is low stress).
Chapter 4
Fracture in iron
This chapter gives a motivation for Papers I and II [1, 2], and touches upon some of the results
of this research. A basic introduction to the necessary fracture mechanics theory is followed by a
small review of literature on iron fracture simulations. Finally, more speciﬁc motivation for the
papers is presented.
4.1 Some fracture mechanics
4.1.1 Material properties
Linear elastic fracture mechanics (LEFM) is the most basic type of fracture mechanics, dealing
with linear elastic materials. These materials have a linear relationship between stress and
strain, and are idealized materials which are easier to treat analytically than real materials. The
assumption of linear behavior implies that the material will return to its original state once the
stress is removed, and no yielding is considered. Many metals and plastics will behave in an
approximately linear elastic way for small loads and deformations, so up to a certain threshold
the linear elastic treatment could provide good results. The linear relation between stress, σ,
and strain, ε, is
σ = Eε, (4.1)
where the linear constant E is the Young’s modulus for the given material. (E will be equal in
all directions for isotropic materials.) Another important parameter for linear elastic materials
is the Poisson ratio ν, which gives the ratio of deformation in directions perpendicular to an
applied load, relative to the deformation in the load direction. More about LEFM can be found
in any standard fracture mechanics textbook, e.g. [12].
An important feature of iron is that it is anisotropic, which means that it will give diﬀerent
response depending on which crystallographic direction you load along. This results in values
of E varying with the loading direction, as seen in all our three papers. From e.g. the book by
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Dieter [66] we have the generalized Hooke’s law for the stress and strain tensors σij and εij
σij = Cijklεkl ⇐⇒ εij = Sijklσkl (4.2)
where Cijkl and Sijkl are the elastic constants and compliance tensor, respectively, which can
be derived from each other. In simulations we normally know C11, C12 and C44 values for the
potential used, and can convert them into the corresponding Sij values.
Having obtained the values of the compliance constants, the modulus of elasticity in a given
direction can be found by
1
E
= S11 − 2
[
(S11 − S12)− 1
2
S44
]
(l2m2 +m2n2 + l2n2), (4.3)
where l, m and n are the directional cosines. The last parenthesis sums up to 0, 1/4 and 1/3 for
〈100〉, 〈110〉 and 〈111〉 directions, respectively. Elastic moduli calculated from potential values
can then be compared with the measured Eijk values from the simulations.
Materials can be mechanically loaded in diﬀerent ways, usually divided into Mode I, II and III
(or combinations of these). Mode I is uniaxial tension, Mode II is in-plane shear and Mode III is
out-of-plane shear loading, and these three modes might aﬀect the material response signiﬁcantly.
The research presented in this thesis consist solely of Mode I material loading, in order to keep
some parameters ﬁxed. This is also the most used testing mode in experiments, for instance in
the single-edged notched tension (SENT) conﬁguration (see e.g. [12] for details).
4.1.2 The stress intensity factor K
A material loaded in Mode I, II or III can be analyzed analytically, assuming that we have an
isotropic linear elastic material. A very general expression for the stress ﬁeld tensor σij in such
a material, using a polar coordinate system with origin at the crack tip, is [67]
σij(r, θ) =
(
k√
r
)
fij(θ) +
∞∑
m=0
Amr
m/2g
(m)
ij (θ), (4.4)
where r is the distance from the crack, fij and gij are dimensionless angle-dependent functions,
Am is the amplitude for higher-order terms and k is a constant. Close to the crack tip, r → 0,
the 1/
√
r term will dominate, as this term is singular at the origin, and this will describe the
stress in this region.
Depending of the loading mode (I, II or III), the amplitude of the singularity will be diﬀerent,
yet they all produce a singularity at the crack tip. The convention in fracture mechanics is to
replace the constant k in (4.4) with the so-called stress intensity factor K, which is expressed as
K = k
√
2π. Thus, close to the crack tip we will have
σij ∝ K√
2πr
fij(θ), (4.5)
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where K should be replaced by KI , KII or KIII , depending on the loading mode.
One can derive closed-form solutions for K in some simple geometries, where the value of K will
depend on the external load σ and the crack size. For instance, for a semi-inﬁnite plate loaded in
tensile stress with a through-thickness crack of half-length a, the Mode I stress intensity factor
KI will be KI = σ
√
πa.
Another important quantity in LEFM is the energy release rate G, which describes the energy
released by extending a crack an increment. This can be linked to KI in linear elastic materials
as
G = K
2
I
E′
, (4.6)
where E′ = E for plane stress and E′ = E/(1− ν2) for plane strain, ν being the Poisson ratio of
the material.
4.1.3 Surface and unstable stacking fault energy, and link to fracture parameters
It is of importance to know the surface energy (per unit area), γs, of relevant crack planes in
α-iron, in order to compare simulation results with the Griﬃth criterion GGr = 2γs, which links
γs to the energy release rate GGr. This expression implies that the surface with the lowest γs will
be the preferred cleavage plane.
The value of the surface energy will, of course, vary for the diﬀerent crack planes, but it is also
diﬀerent when changing the interatomic potential used in the calculations. A good potential
should reproduce the "correct" surface energy values (although it is diﬃcult to know what is
the correct value, due to several deﬁnitions and quite varied results). Of greater importance,
however, is the ranking of the surface energy, since the Griﬃth criterion predicts that cleavage on
the plane of lowest surface energy. Surface energies for iron are presented in e.g. [11,68], and in a
majority of the calculations the ranking of planes due to the value of γs is (110) < (100) < (111),
with only a small diﬀerence between the (110) and (100) planes.
Another quantity, deﬁned by Rice [69], is the unstable stacking fault energy γus, which is a measure
of a material’s intrinsic resistance to dislocation emission. This can be measured by shearing two
semi-inﬁnite material blocks: The unstable stacking fault energy is then the maximum energy
barrier passed as the adjacent atomic layers shear against each other. An expression similar to
the Griﬃth criterion can be formulated, Gemit = γusY , where the energy release rate Gemit for
dislocation emission is a function of γus and the geometric factor Y deﬁned by the slip system
relative to the crack plane and crack growth direction.
By comparing the expressions presented above we can now ﬁnd the competition between dislo-
cation emission and crack growth, and if Gemit < GGr, the crack is expected to blunt.
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4.1.4 The T -stress
In (4.4) there is a series of higher-order terms that are normally neglected due to the dominance
of the 1/
√
r-term close to a crack. The ﬁrst of these terms is constant, and is a stress parallel
with the crack plane, called the T -stress. By changing the value of T one can model various
constraint levels, which could qualitatively be equivalent to simulating diﬀerent experimental
conditions.
A simple but eﬀective way of introducing a T -stress in a simulation is by using a modiﬁed boundary
layer (MBL) approach, where the boundaries of a simulation systems are moved according to
analytic displacement equations. The inside of the system is allowed to react and move freely,
thus by using this method we eﬀectively simulate a semi-inﬁnite crack system. In Paper I [1]
multiscale simulations using an MBL approach was used, and both stress-intensity values KI
and values of the T -stress were used as input in the displacement equations. From the resulting
critical KI -values, an eﬀective surface energy γeﬀ was estimated, and turned out to change with
the T -stress. For further results the reader is referred to the paper.
4.2 Fracture simulations in iron
During the last decades many atomistic simulations of Mode I loading of cracks in α-iron have
been performed. Thorough reviews on this topic are included in the Introduction sections of
Papers I and II [1,2], so we only present some key results here. A variety of edge crack orientations
have been examined in the literature, but the most commonly studied are cracks on {110} and
{100} planes with diﬀerent crack front directions. In the following, (...) and {...} denote crack
planes, while [...] and 〈...〉 denote the crack front direction (normal to the crack growth direction).
A typical example of a crack orientation is shown in Figure 4.1.
A (001)[110] edge crack is known to extend by bond-breaking [19,52,70,71], sometimes accompa-
nied by twinning in the "easy twinning" slip system {112}〈111〉 or by bcc → fcc transformation.
In the same plane also lies the (001)[010] crack, which is observed to extend, but on {110} planes
±45◦ with respect to the original crack plane [19].
Looking at the (110) plane, we get brittle crack growth with a [010] crack front [19, 52, 72], also
sometimes accompanied by phase transformation. With a [11¯0] crack front, however, dislocation
emission in the {112}〈111〉 slip system is seen in almost all cases [19,52].
The (111) plane is more rarely simulated, since its high surface energy makes it more unlikely to
be a cleavage plane. At least one study has been performed [52], and here dislocation emission in
a {110}〈111〉 slip system was observed for a 〈112〉 crack front. With a 〈110〉 crack front, twinning
started spreading along {112} planes normal to the crack-tip.
With all this and many more references using edge cracks, it is time to have a look at what new
revelations a more three-dimensional crack geometry like the penny-shaped crack has to oﬀer.
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Figure 4.1: A typical crack orientation in fracture simulations, with crack plane (010) and an [101] crack
front. Figure made by Inga Vatne, used with permission.
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4.3 Through-thickness and penny-shaped cracks
As mentioned in Section 4.1.2, the stress-intensity factor of a through-thickness crack can be
estimated as KI = σ
√
πa. For a penny-shaped crack, the corresponding expression will be
KI =
2
πσ
√
πa ≈ 0.6σ√πa. This means that the crack geometry should make the penny-shaped
crack able to withstand a larger external load than the through-thickness crack.
Figure 4.2 shows sketches of the systems simulated in Paper II (and the penny-shaped crack in
Paper I), and we notice that the through-thickness crack can be simulated as a thin, semi-2D
system, which greatly limits the crack’s possible growth directions. The penny-shaped crack,
on the other hand, is a full 3D system where the crack is more free to choose an energetically
favored direction to grow or emit dislocations.
y
x
z
a a
Figure 4.2: System overview for a through-thickness and a penny-shaped crack, used in Paper II [2].
What we noticed when going through literature was that no one had done atomistic modeling
of penny-shaped cracks before, at least not to the best of our knowledge. Several authors have
studied nucleation and growth of voids in metals, which is of course also a 3D problem, but
this is almost exclusively done on fcc materials like copper [73–77] and nickel [78]. The few
studies on bcc materials have been with tantalum [79,80], vanadium, niobium, molybdenum and
tungsten [81]. Thus we could study both a new material and a new crack geometry by choosing
a penny-shaped crack in iron. We also believe this would model typical brittle particles within
a material, where the initial crack might be ﬂat and semi-circular.
The six crack geometries described in the previous section were used in through-thickness crack
simulations, while for penny-shaped cracks only the three crack planes are needed, since all
possible crack growth directions are available along the circular crack-tip. The results of this
study can be found in full in Paper II, and in addition one of the penny-shaped crack plane
simulations was further studied and compared with multiscale crack simulations in Paper I. We
observed interesting shape-changing mechanisms of the crack front in the penny-shaped case,
which is something that cannot be seen in regular semi-2D simulations.
Chapter 5
Iron nanopillars
After several studies of cracks in iron, it is now time to look at deformation of iron nanostructures.
Almost a decade ago Uchic et al. [82] investigated material strength by using a focused ion
beam (FIB) to make pillars in a variety of sizes and subsequently compressing them using a
nanoindenter tip. It was found that the smaller pillars had markedly higher yield strength
values, and this has since gained a lot of attention by researchers both in the experimental and
simulation communities.
Micro- and nanopillar compression testing has been further developed and used to investigate
a variety of materials at the micron and sub-micron scale. With FIB milling as the most im-
portant technique [83–86], small circular pillars can be made on various material surfaces. The
pillars are then tested in a nanoindenter by using a hard ﬂat tip to compress the pillars. This
enables researchers to, in a precise manner, study material properties at points of interest in a
complicated microstructure, which for metals include single grains, grain boundaries, multigrain
and multiphase structures.
5.1 Experiments on fcc and bcc pillars
A well-known expression within this type of research is "smaller is stronger", which points at
the strengthening in materials with increasingly small dimensions. The yield stress σy is said
to be following a trend σy ∝ D−α, where D is the pillar diameter. In Paper III [3] a thorough
literature review on this topic is given, so only a brief summary is given here.
The size-strengthening eﬀect has been observed in both fcc [82,87–90] and bcc [60,83,86,91,92]
materials, normally with fcc having α-values 3 − 4 times larger than for bcc. One exception
is [57], where two diﬀerent size regimes in bcc pillars were found. As the pillar diameter was
reduced below ≈ 200 nm, an α-value close to the one for fcc was found.
It is also known that strain rate aﬀects the yield strength in nanostructures [59, 61] as well as
temperature [61, 91, 93]. The initial dislocation density also inﬂuences material behavior. In an
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almost dislocation-free nanopillar a strength approaching the theoretical limit was shown [94].
In our MD simulations the pillars are made of perfect, dislocation-free material, so we would
naturally expect high material strength.
Figure 5.1 shows an example of experimental nanopillar compression, performed on high-strength
low alloy steel (HSLA) here at NTNU [84]. This lab activity was what originally sparked the
idea for us to try modeling the same procedure, and we hope in the future to see compression
of extremely small pure iron samples with well-deﬁned crystallographic orientations, so we can
compare simulations and experiments one-to-one, at least in size.1
Figure 5.1: Example of experimental nanopillar compression. Images from a high-strength low alloy
(HSLA) steel sample of diameter 3.1 μm before (left) and after (right) ∼ 15% compression, where it is
clearly seen that slip has occurred along speciﬁc planes in the structure. From [84], used with permission
from Bjørn Rune Rogne.
5.2 Nanopillar simulations
Numerous molecular dynamics (MD) and dislocation dynamics (DD) simulations of nanopillar
and nanowire compression have been performed the past few years [61,93,95–103], studying the
eﬀects mentioned above, but have also given a lot of attention to how dislocations behave in very
small structures.
There seems to be a profound diﬀerence in how dislocations move and eventually multiply in fcc
and bcc materials. Fcc materials exhibit an eﬀect of dislocation starvation, which means that
existing and nucleated dislocations quickly escape to the material surface and disappear [88,104].
This mechanism is proposed to be mainly responsible for increased strength at the nanoscale.
Bcc materials, on the other hand, has dislocation multiplication taking place, where a single
dislocation loop might curl around itself and create more dislocations as it moves through the
1As mentioned in Section 3.1 there is still a large gap when it comes to strain rates.
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metal. This results in only a modest strengthening eﬀect. Bcc micropillars are thus unlikely to
become "dislocation-starved", and would allow further plastic deformation.
Only a limited number of simulations of iron nanopillars could be found in the literature. Paper
III [3] extends this research by studying nanopillars located on a solid surface. The reader is
referred to Paper III for further details and results from this study.
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In this paper we explore a possible method to couple atomistic modeling of initiation of
fracture in iron with displacement constraints taken from continuum considerations.
Molecular dynamics is used to examine the effect of a penny-shaped crack, and the quas-
icontinuum method is used as a platform for performing multiscale analysis. The modiﬁed
boundary layer approach enables us to examine the inﬂuence of constraint (geometry,
crack size and mode of loading) on the fracture mechanisms by changing the T-stress
(the constant term in the stress series expansion). The results are discussed in relation
to how constraint inﬂuences upon the crack initiation toughness.
 2011 Elsevier Ltd. All rights reserved.
1. Introduction
In this paper we apply atomistic and multiscale material modeling to investigate the inﬂuence of constraint and crystal-
lographic orientation on fracture in bcc-Fe.
Traditional fracture mechanics approaches are limited by the stress singularity dominated zones, while the microme-
chanical events responsible for the initiation of fracture usually takes place close to the crack tip, within the damage or pro-
cess zones. The philosophy in the continuum mechanics treatment has been that the results from small scale fracture
mechanics testing can be transferred to larger geometries as long as the same stress intensity is obtained just outside the
process zone. Even though we do not know the actual stresses inside this zone, the argument is that as long as the surround-
ing K-ﬁeld is the same in both geometries, the same stress distribution will result in equal damage within the zone.
This philosophy was successfully demonstrated in the 1970s and 1980s with 3D elastic–plastic ﬁnite element modeling
(FEM) [2]. At that time there was a lot of skepticism with respect to FEM and the simulations had to be veriﬁed by large scale
testing. One such example is from the laboratory at NTNU/SINTEF, where a full scale tensile testing rig with a tensile load
capacity of 100 MN was constructed. The test rig was inaugurated in 1989 and several big wide plate test programs on steel
and aluminum alloys for offshore applications were conducted. Semi-elliptical surface cracks were positioned in typically
50 mm thick weldments. Evidently we and the industry gained trust in 3D FEM [3–5]. Comparison between experiments
and simulations was also performed elsewhere, and has validated the results from FEM [6–8].
As we now move to smaller scales and approach the atomistic level, we again meet challenges in the development of the
modeling techniques and to prove the realismof the calculations. The leap from large scale testingwith 100 MN to the typically
10 pN loads at thenanoscale, and the reductionof timewindow from10 min to1 femtosecond is enormous, in the rangeof 1018.
0013-7944/$ - see front matter  2011 Elsevier Ltd. All rights reserved.
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The most characteristic feature of the fracture behavior in steels is the brittle-to-ductile transition (BDT), as depicted by the
curve in Fig. 1. Even though the fracture properties at low temperatures have been known for more than a century, the fun-
damental mechanisms that control the transition temperature have not yet been fully explained. In order to improve the
safety and utilize the materials it is therefore important to understand the controlling mechanisms leading to a sudden brit-
tle behavior. This transition has been studied for iron and steels through experiments and simulations for decades (see e.g.
[9–14]). For silicon, another brittle material, BDT has recently been studied through atomistic simulations using reactive
force ﬁelds (ReaxFF) [15,16], giving detailed information about the change in mechanisms as the temperature is increased.
Looking at the BDT curve in Fig. 1, we see that at low temperatures the material behaves very brittle and cleavage fracture
is the controlling failure mode. This is often referred to as the lower shelf of the BDT curve. As the temperature increases the
fracture toughness is increasing, and we enter the transition region, which can further be divided into ‘‘lower’’ and ‘‘upper’’
parts. In the lower transition region the cleavage fracture is only preceded by limited plasticity at the crack tip. In the upper
transition region signiﬁcant plasticity and also ductile tearing may precede the initiation of cleavage fracture. At even higher
temperatures we reach the upper shelf, where the material behaves ductile and fracture is controlled by ductile tearing. Once
Nomenclature
a crack size
bcc body-centered cubic
BDT brittle-to-ductile transition
Cij elastic constants
E Young’s modulus
EAM embedded-atom method
FEM ﬁnite element modeling
G energy release rate
Kcleave critical stress-intensity factor for cleavage
Kdisl critical stress-intensity factor for dislocation emission
KI Mode I stress-intensity factor
MBL modiﬁed boundary layer
QC quasicontinuum
Sij compliance constants
T T-stress – the constant term in the Williams [1] stress series expansion
b biaxiality ratio, which relates T to the stress-intensity
ceff effective surface energy
cs surface energy
cus unstable stacking fault energy
m Poisson ratio
rc critical local stress at cleavage
Fig. 1. The brittle-to-ductile (BDT) transition curve of iron and steel, showing examples from real fracture surfaces in steel.
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the upper shelf has been reached, only a small temperature effect on the ductile fracture toughness is usually observed when
increasing temperature further.
The cleavage fracture event in iron and steel is separated into several critical steps that have to be fulﬁlled in order to
obtain a macroscopic brittle fracture [17]. The critical steps include: (i) nucleation of a microcrack from a particle or brittle
microstructure constituent, (ii) propagation of the microcrack over the phase-boundary to the matrix and (iii) propagation of
the microcrack across high angle grain boundaries. Fig. 2 indicates areas, where atomistic modeling can be very helpful in the
understanding of the critical micromechanisms and the interplay with crucial parameters such as temperature, strain rate,
stress–strain ﬁeld (constraint) and microstructures.
New demands have now been put on steels as the oil and gas industry moves towards the arctic regions. Design temper-
atures down to 60 C, combined with harsh weather conditions and icebergs, ice-loads, thaw settlement and landslides are
challenging the existing materials, and there is a strong demand to understand the material behavior under these severe con-
ditions. We now introduce atomistic and multiscale material modeling to gain insight in the BDT mechanisms in bcc-Fe and
steels.
The outline for the paper is ﬁrst to relate the atomistic approach to the historical development of fracture mechanics,
including a short review of micromechanisms. We then model a penny-shaped embedded crack to gain insight into the ﬁrst
steps of crack intitiation and propagation. The penny-shaped crack can be associated with initiation from an embrittled
microconstituent, such as carbides of martensite/austenite (MA) islands in steels. We then apply themodiﬁed boundary layer
(MBL) approach on a multiscale model using the quasicontinuum (QC) method. The introduction of MBL enables us to exam-
ine the inﬂuence of constraint (geometry, crack size and mode of loading) on the fracture mechanisms by changing the T-
stress. The results are discussed with respect to the effective fracture energies and the inﬂuence of constraint on the critical
stress calculations.
2. An atomistic view on fracture
Introductory textbooks on fracture mechanics frequently start with ‘‘an atomistic view’’ on fracture. Since fracture in-
volves the breaking of bonds, the stress at the atomistic level are set equal to the cohesive stress. Atoms held together by
springs is used to illustrate the breaking of bonds. For small displacements under linear elastic conditions, the fracture stress
is rc = E/p. For single crystal iron the Young’s modulus E for the (110) plane is about 220 GPa, resulting in a critical fracture
stress of 70 GPa.
By introducing a small defect, the fracture stress is typically reduced by two decades. Inglis was the ﬁrst to calculate stres-
ses that arises from a sharp notch, and by equating his macroscopic calculations with the atomistic model, the crack size was
related to the fracture stress as r ¼ ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃEcs=4ap [18]. The surface energy cs for the (110) plane of iron is typically around 2 N/m.
For a minor defect of say 2a = 0.001 mm, the theoretical fracture stress is reduced by two orders of magnitude, from the pre-
vious 70 GPa to 0.46 GPa.
The early atomistic approach was, however, soon replaced with the linear elastic energy concept introduced by Grifﬁth
[19] and later extended by Irwin [20]. The crack extension force approach, G, laid the foundation for the development of the
linear elastic stress-intensity fracture mechanics by Willams [1], and closed form equations which then evolved to account
for limited crack-tip yielding. The next step was the development of nonlinear approaches with the introduction of crack-tip
opening displacement (CTOD) by Wells [21] and the J-integral by Rice [22]. The J-integral and CTOD are interrelated through
the modulus of elasticity and work hardening exponent, as described by Shih [23]. The more recent advances, incorporating
Fig. 2. Critical steps in initiation and propagation of cleavage fracture in steels. The ﬁgure indicates areas, where atomistic modeling can be very helpful in
the understanding of the critical micromechanisms and the interplay with parameters such as temperature, strain rate, stress – strain ﬁeld (constraint) and
microstructures.
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ductile crack growth and constraint corrections (T-stress and Q-parameter) extends the number of parameters to be deter-
mined. In parallel with these theoretical developments the nonlinear FE methods have been improved, and complex 3D sys-
tems can now be treated within reasonable computational cost. The historical journey is illustrated in Fig. 3.
In the same way as the FEM analysis has made it possible to gain completely new insight into relevant continuum param-
eters, the emergence of atomistic mechanics and multiscale material modeling provides insight to the fracture process zone
and paves the way for understanding and quantifying the material failure mechanisms from a fundamental perspective. The
atomistic modeling relates detailed microstructural constituents and morphologies associated with the failure mechanisms,
and hence support the development of new generations of materials with tailored properties. In relation to iron there has
been extensive research using atomistic and multiscale modeling throughout the last decades, including simulation of
various fracture scenarios (the effect of crystallographic orientations, loading rates, interatomic potentials) [24–27]; nano-
indentation simulations [28,29]; and pure dislocation studies [30–33]. For a broader background on atomistic modeling,
speciﬁcally linked to materials failure, see e.g. the book by Buehler [34].
3. Micromechanisms
At the atomistic level, a brittle or ductile response of an atomically sharp crack tip to externally applied stresses can be
viewed as a competition between initiating a cleavage fracture and the emission of dislocations through the shearing of adja-
cent atomic layers. Rice proposed a dislocation nucleation criterion based on the Peierls concept [35], and for Mode I plane
stress the critical stress intensity factor for dislocation emission is given as
Kdisl ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2cuslð1þ mÞY
q
; ð1Þ
where l is the shear modulus, m is Poisson’s ratio, Y is a geometric factor given by the angle of dislocation emission (slip plane
and direction of sliding) and cus is the -unstable stacking energy+. The latter is deﬁned as the maximum energy barrier
encountered when two semi-inﬁnite blocks of material are sheared relative to each other, and is thus a measure of the the-
oretical shear strength of the material. For simple lattices, the maximum energy barrier corresponds to a relative displace-
ment of ~b=2 between the blocks, where ~b is the Burgers vector.
Kdisl is then compared with the Grifﬁth stress intensity for brittle cleavage fracture, Kcleave, which is directly related to the
surface energy cs and Young’s modulus E. The cracking takes place through the expression
Kcleave ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2csE
p
: ð2Þ
Accordingly, the crack should be expected to emit dislocations and thereby blunt the crack tip, when Kdisl < Kcleave. Both cus
and cs can be directly computed by the atomistic calculations. In the literature the theoretical surface energies cs for the
cleavage planes in iron are calculated to be in the range of 1.5–2 N/m, while the unstable stacking fault energies cus vary from
0.7 to 2 N/m for various slip systems (see for example [24,36]).
Iron, with its body-centred cubic unit cell, represents a complicated picture with respect to micromechanisms. The bcc
cell has multiple slip planes, but in general they all slip in the close packed directions h111i. The literature indicates that
while {110} planes are common slip planes, the {112} and {123} planes are also operative. The multiplicity of possible slip
Fig. 3. Overview of the development in fracture mechanics, from continuum based models to atomistic models with an increasing number of interplaying
parameters.
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systems is sometimes reﬂected in a wavy appearance of slip bands. The most pronounced cleavage planes are {100}, {211}
and {110}.
The mechanism of brittle fracture of iron is usually regarded as an elastic extension of atomic bonds up to the point of
ﬁnal separation. The total amount of energy which must be expended in producing the fracture is 2c, ‘‘work of fracture’’
per unit area. For a perfect elastic fracture c is taken to be the surface energy of the material.
In order to incorporate local plastic deformation and irreversible work the energy release rate Gc could be expressed as
Gc ¼ 2ceff ; ð3Þ
where ceff, the effective surface energy or work of fracture, is the sum of all contributions such as dislocations, local heating,
surface roughness such as cleavage steps, local phase transformations and any other mechanism. With the atomistic ap-
proach we now have the possibility to examine the crack tip mechanisms and estimate the contributions to the work of
fracture.
4. Atomistic modeling of a penny-shaped crack
In this section we present an overview of the evolution of crack extension and dislocations from an initially penny-shaped
crack embedded in a cube of perfect bcc iron loaded in Mode I tension. The embedded crack could simulate a ﬂat brittle mi-
cro-constituent, such as MA-phases in weldments of steel. The simulation is performed for one crack size, i.e. for a given con-
straint, and one crystallographic orientation, using the software LAMMPS [37].
Fig. 4 shows a schematic overview of the simulated model. The crack is atomistically sharp, lies in the {110} plane, and is
loaded symmetrically normal to this crack plane. The potential used in this simulation is an embedded-atom method (EAM)
potential by Ruda and Farkas [38], and the cube length is approximately 600 Å in all directions. Periodic boundary conditions
are used within the crack plane, while the boundaries in the loading directions are assigned a certain velocity perpendicular
to the crack plane and can not move freely. The evolution of the crack-shape viewed from above (looking down at the crack
plane) during crack extension can be seen in Fig. 5, and the same evolution viewed from the side (with the ½1 10 direction
out of the plane) can be seen in Fig. 6. Descriptions and further details of the steps follow in the sections below. All ﬁgures
show only atoms with high potential energy, and the atoms are colored by their potential energy value, from blue (low) to
red (high). Visualization is done using the software Ovito [39].
Initially, the penny-shaped crack is introduced in the cube by turning off the interactions between two circular layers of
atoms, creating an atomistically sharp crack. Fig. 5a shows the crack before any extension has occurred, with the crystallo-
graphic directions displayed as well.
The ﬁrst event in this tensile simulation is that the crack extends by breaking atom bonds in the directions 45 relative to
the coordinate axes in the {110} plane, thus giving the crack a more square-shaped look. This happens at a strain of about
3.1%. The strain is calculated as e = (L  L0)/L0, where L0 and L is the original and current system length in the loading direc-
tion, respectively. Fig. 7a shows an overview over the change in shape due to crack extension, with the original crack shape
shown as a dashed ring for comparison. In Fig. 8 the details of the ﬁrst crack extension event are shown using a slice through
Fig. 4. Overview of the atomistic model a the penny-shaped crack embedded in a cube of single crystal bcc iron.
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the crack-plane in the ±45 directions, and we can see how a few atom bonds are broken before a dislocation blunts the
crack-tip.
After the small crack extension described above, dislocation loops appear at an angle of about ±55 out of the crack plane
in h111i directions, following {211} planes. These planes and directions are common slip systems in bcc materials. Due to
the change in shape of the crack into a more quadratic form, a larger part of the crack front has ‘‘access’’ to the {211}h111i
slip system, and can contribute to the dislocations. This is ﬁrst observed at a strain e = 3.2%, but dislocations continue to be
emitted as the model is strained further. In Fig. 7b the dislocations and directions are shown.
Due to the dislocation emission, the crack fronts in the h100i directions in the crack plane get blunted. The crack fronts in
the non-close-packed h110i directions, however, do not produce dislocations, and at a strain e = 3.5% the crack starts
Fig. 5. The evolution of the penny-shaped crack upon loading, with the crack located on the {110} plane. From initially circular, the crack turns almost
square-shaped before evolving further into a six-edged shape as the crack extends in various directions. The development of dislocation loops are
visualized. Only atoms with a high potential energy are shown, in order to only see the crack surfaces and high-energy atoms (e.g. dislocations).
Fig. 6. The evolution of the penny-shaped crack upon loading, looking at the crack shape from the side, with the ½1 10 direction out of the plane. We see
dislocations emitted as loops, in the {211}h111i slip system. Only atoms with a high potential energy are shown, in order to only see the crack surfaces and
high-energy atoms (e.g. dislocations).
Fig. 7. (a) A closer look at Step 2 from Figs. 5 and 6 of the penny-shaped crack. This is the ﬁrst crack extension event, taking place at angles 45 with
respect to the coordinate axes, creating a square-shape. The original crack is shown by the dashed circle, and the dashed square is displayed in order to
compare the crack with this shape. (b) The penny-shaped crack viewed from the side. Dislocations are emitted in h111i directions from the h001i tips of the
crack, blunting the crack-tips in these directions.
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advancing in these directions by bond breaking. As a result, the crack shape change from almost square to more six-edged,
which is shown in Fig. 9a. We see that the dislocation loops now emit from the whole crack front, still in the {211}h111i slip
system, but with an edged crack front. Upon further straining of the system, dislocations continue to be emitted along the
whole crack front. In Fig. 9b the viewport has been rotated and changed to perspective mode in order to clearly see the dis-
location loops.
From the strain e, Hooke’s law is applied to ﬁnd the stress r = Ee. Using this stress and the initial crack radius awe calculate
the stress intensity factor KI
KI ¼ 2r
ﬃﬃﬃ
a
p
r
ð4Þ
Fig. 8. Details of the crack-tip evolution in the directions ±45 relative to the coordinate axes in the {110} plane. First, a few atom bonds are broken, given
rise to the change in shape from circular to square. Then, as larger parts of the crack front have access to the {211}h111i slip system, dislocations reach this
point and blunts the crack-tip.
Fig. 9. (a) A closer look at Step 3 from Figs. 5 and 6, where the penny-shaped crack starts extending in h110i directions on the (110) crack plane, creating a
six-edged crack shape. The dashed circle and square are displayed in order to compare with earlier stages of the crack evolution. (b) The same ﬁgure rotated
and view in perspective mode, in order to clearly see the dislocation loops emitting in the {211}h111i slip system.
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for a penny-shaped crack embedded in an inﬁnite medium with an external applied stress [40]. The Young’s modulus E used
in these calculations is speciﬁc for the h110i loading direction, due to the anisotropic nature of iron, and it is found using the
elastic constants C11, C12 and C44 from the potential and the expression
1
E
¼ S11  2 ðS11  S12Þ  12 S44
 
ðl2m2 þm2n2 þ l2n2Þ ð5Þ
from [41]. Here l, m and n are direction cosines for the different orientations, and Sij are the compliance constants corre-
sponding to the elastic constants. The stress intensities at different stages of the penny-shaped crack evolution are listed
in Table 1.
When knowing the value of KI, the energy release rate G can be found through the usual expression
G ¼ K
2
I
E
ð1 m2Þ;
where the anisotropic value for E in the h110i direction is used, and a value of 0.3 is used for the Poisson ratio m. Further, the
energy release rate is linked to the effective fracture energy ceff via Eq. (3).
The calculated values for ceff are shown in Table 1. We see that all of these values lie below the theoretically predicted
value of cs for the (110)-plane for brittle fracture in Fe, which is in the range of 1.4–1.6 N/m [24,36].
5. Constraint effects using multiscale modeling
Pioneering work on the inﬂuence of the elastic T-stress in atomistic modeling of bcc-Fe have been reported [42,43], where
a central crack was embedded in a rectangular atomistic sample using Mode I and biaxial loading. Crystal orientations and
crack sizes were examined as a function of T-stress. By varying the T-stress, a transition from dislocation nucleation to bond-
breaking was observed as the T-stress changed from large negative to positive values.
In order to systematically examine the inﬂuence of the T-stress we introduce the modiﬁed boundary layer (MBL) method
embedded in the quasicontinuum (QC) calculation procedure [44]. The MBL approach means that the analytic solution for the
stress ﬁeld around the crack-tip is applied as boundary conditions, and it has been extensively used in continuum fracture
mechanics to examine the effect of constraint under controlled conditions. In this study, multiscale simulations have been
performed using the MBL approach to test the effect of varying T-stress all the way down to the atomistic level. The QC
Table 1
Calculated stress-intensity values and effective fracture energy from the strains of different events during the simulation.
Event Strain (%) Stress (MPa) KI (MPa
ﬃﬃﬃﬃﬃ
m
p
) ceff (N/m)
Extension at 45 3.1 6930 0.72 1.06
First dislocations 3.2 7153 0.74 1.13
First extension in h110i 3.5 7719 0.80 1.31
Fig. 10. An overview of the MBL model simulated with the QC method. The nodes and atoms are colored by their strain energy density, ranging from low
(blue) to high (red) values. (For interpretation of the references to colour in this ﬁgure legend, the reader is referred to the web version of this article.)
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method uses an atomistic description in areas, where high accuracy is needed (i.e. close to the crack tip), and a ﬁnite element
description in the rest of the model. Fig. 10 gives an overview of the model that has been used, showing both the elements far
away from the crack-tip and the atomistic region close to the crack-tip.
Results from the QC simulations are shown in Fig. 11, where the effective surface energy ceff calculated from the applied
stress intensity factor is plotted against the T-stress (or rather the biaxiality ratio b ¼ T ﬃﬃﬃﬃﬃﬃpap =KIc) for two crystallographic ori-
entations. Orientation ð1 10Þ½001 (notation referring to (crack plane) and [crack front direction]) gives brittle fracture on the
ð1 10Þ plane. This orientation shows a linear relationship between the surface energy and the T-stress, with ceff decreasing
from about 1.35 to 1.2 N/m when b goes from 1.2 to +1.2. Orientation ð01 1Þ½011 also shows a linear dependency between
ceff and T-stress, and the effect of constraint is even stronger than for orientation ð1 10Þ½001. The critical event in orientation
ð01 1Þ½011 is dislocation emission on the {112}h111i slip system; no brittle fracture was observed. We see that the value of
ceff is increasing from about 1.4 to 1.8 N/m when b increase from 1 to +1. The inﬂuence of the T-stress has been investigated
further in [45].
6. Discussion and conclusion
We conclude that atomistic simulations will be a very useful tool in understanding the brittle-to-ductile transition in
steels, i.e. the transition from bond-breaking to nucleation of dislocations.
The initial penny-shaped microcrack in our atomistic simulations revealed an interesting sequence of events in order to
align the crack front with the most favorable crystallographic orientation for generating dislocations. The crack shape chan-
ged from circular to almost quadratic to allow for generation of dislocations in the {211}h111i slip system. As the ﬁrst loops
of dislocations were emitted, the crack front further changed to a six-edged shape by bond breaking in h110i directions on
the original {110} crack plane. This results in an extension of the ﬁrst dislocation loops to cover almost the whole crack front,
as seen in Fig. 9.
We observe that the resulting ceff for the above sequence of processes is lower than theoretically expected for brittle frac-
ture, as presented in Section 3. What we see in the simulation is, however, not a brittle fracture, but rather very localized
regions of bond-breaking in order to make the {211}h111i slip system available to an ever increasing part of the crack front.
The 3D nature of the penny-shaped crack enables a change in crack shape to ﬁnd the ‘‘easiest’’ way to blunt and extend the
original crack.
From the multiscale simulations using the QC method and MBL approach we found that the T-stress does indeed have an
effect on the effective fracture energy ceff in two orientations relevant to our penny-shaped crack simulation. The ð1 10Þ½001
orientation showed a linear decrease of effective surface energy as the biaxiality ratio b went from a negative to a positive
value, with bond-breaking as the relevant fracture mechanism. Orientation ð01 1Þ½011 however, showed a linearly increas-
ing ceff when b went from 1 to 1, with a larger absolute change in value than for the ð1 10Þ½001 orientation. For the
ð01 1Þ½011 orientation dislocation emission was the observed fracture mechanism.
Our multiscale and atomistic simulations are in agreement when it comes to crack mechanisms. The two orientations in
the multiscale simulations correspond to the crack fronts situated along the x- and z-axes in the penny-shaped crack sim-
ulations. In {110}h001i orientations we get bond-breaking in the crack-plane, and in f110gh1 10i orientations we get blunt-
ing of the crack-tip by dislocation emission in the {211}h111i slip system.
The local critical stress level at initiation of cleavage fracture, rc, can be expressed as
Fig. 11. The surface energy calculated from the stress intensity factor applied plotted against the T-stress for two crystallographic orientations. An almost
linear relation is found between ceff and b in these orientations, but with different slopes.
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rc ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2Eceff
Ca
r
; ð6Þ
where E is the Young’s modulus, ceff is the effective surface energy, a is the microcrack size and C is a numerical constant
depending on the microcrack shape. According to the multiscale analyses above the critical stress intensity, and thus the
effective surface energy, is a function of the T-stress level. Eq. (6) should then be modiﬁed to account for this by writing
rc ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2Eceff ðTÞ
Ca
r
; ð7Þ
where ceff is now a function of T-stress. Such a modiﬁcation would represent an interesting way forward in coupling atom-
istic and continuum based approaches, and would represent important steps in reaching a multiscale approach in modeling
of brittle fracture initiation in steels. It is recognized that the work presented here only represents a ﬁrst step in conceptually
outlining how this could be done, and several development steps would be needed for further progress. Despite this, this
approach seems promising and could aid in arriving at more physics based approaches in modeling of cleavage fracture
in steels.
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Abstract.
Atomistic simulations of penny-shaped embedded cracks in bcc iron are
performed using molecular dynamics. The results reveal that the original circular
crack geometry can change shape gradually upon loading, depending on the
crystallographic orientation. This new geometry generally favors emission of
dislocation loops instead of unstable fracture. Comparison is made between
through-thickness cracks in six diﬀerent orientations and penny-shaped cracks on
the same crack planes. We ﬁnd that changes in crack shape and the interaction of
events in diﬀerent directions play an important part in how fracture mechanisms
evolve when cracks in full 3D simulations extend, and that dislocation emission
and mechanical twins ”win” over unstable crack-growth by bond-breaking.
1. Introduction
Iron and steels are materials of high importance to our society, and to understand how
they crack and fail is essential to safely and sensibly utilize them in structures. After
more than a century of research, the exact mechanisms leading to failure are still not
fully understood, and as we now reach the atomic and sub-atomic scales, many secrets
of materials behavior are uncovered.
α-iron is a body-centered cubic (bcc) metal, and for this type of structure we
have several important possible deformation mechanisms. Slip in bcc occurs in 〈111〉
directions, which are the closest packed. The most common slip planes are {110},
{112} and {123} [1]. Twinning can also occur in bcc metals, and this usually happens
on the {112} planes in 〈111〉 directions. There is an increased tendency for twinning
to occur with increasing deformation rate and decreasing temperature. The above slip
systems are also found experimentally to be the most active in pure iron and low-alloy
steels [2, 3]. In experiments, {100} planes are most common to cleave, but also {110},
{112} and {123} planes produce cracks [4]. Theoretically favored cleavage planes in
bcc, due to ranking of surface energies, are the {110}, {100} and {112} planes [5].
During the last decades many investigations of Mode I loading of cracks in α-iron
on the atomistic level have been performed. Various crack orientations have been
examined, but the most thoroughly studied are cracks on {110} and {100} planes
with diﬀerent crack front directions. In the following, (...) and {...} denote crack
planes, while [...] and 〈...〉 denote the crack front direction (normal to the crack growth
direction).
Atomistic modeling of penny-shaped and through-thickness cracks in bcc iron 2
The (110) plane was studied by Shastry and Farkas [6] by embedding a central
crack on this plane in a cylindrical simulation cell at 0 K. Crack front directions [100],
[110] and [11¯1] were tested, and an embedded atom method (EAM) potential was used
in the simulations. With a [100] crack front the crack extended in a brittle manner,
while for [110] and [11¯1] fronts dislocations were emitted in {112}〈111〉 and {110}〈111〉
slip systems, respectively. This clearly showed evidence for ductile response for cracks
on a (110) plane, even at 0 K.
Hora et al. [7] simulated two cracks on a (001) plane at temperatures of 0 K and
300 K using an N -body Finnis-Sinclair (F-S) potential. A central (001)[010] crack was
found to extend in a brittle manner at 0 K, but at 300 K slip occured on {101} planes
at angles ±45◦ in front of the crack-tip and, at higher loads, on {112} planes at angles
±26.565◦. For a (001)[110] edge crack there was also some crack extension, followed by
twinning in {112}〈111〉 slip systems – the so called ”easy twinning” directions located
at ±35.26◦ with respect to the crack plane.
A (001)[110] crack was also simulated by Machova´ and Beltz [8] using an F-
S potential at 0 K – here they got crack extension by bond-breaking along the
original crack plane. Two crack lengths were tested, and while the longest showed
pure cleavage, the shortest produced twinning in the ”easy twinning” slip system
{112}〈111〉, accompanying a slow, subcritical crack growth. This suggests that
twinning is an important mechanism responsible for slowing down cracks, and that
T -stress levels resulting from shorter crack lengths will reduce the critical shear stress
needed for twin formation. Guo et al. [9] also found twinning in this orientation at
low temperatures.
Five crack conﬁgurations were examined by Gordon et al. [10] comparing four
recently developed F-S and EAM potentials at 0 K, and a high sensitivity to crack
orientation was found. Cracks with {001}〈110〉 and {110}〈001〉 orientations produced
brittle fracture in all cases, while {110}〈110〉 and {111}〈112〉 orientations resulted in
a ductile behavior in all cases but one (the {110}〈110〉 produced brittle behavior
using one of the EAM potentials tested). The dislocations were emitted in the
{112}〈111〉 slip system for the {110}〈110〉 crack and in the {110}〈111〉 slip system
for the {111}〈112〉 crack. One of the potentials also resulted in a dislocation being
emitted in the {123}〈111〉 slip system for the {111}〈112〉 crack. The last orientation
tested was {111}〈112〉, where twinning at −90◦ was observed together with small crack
growth on a {110} plane, at an angle 35.3◦ with respect to the original crack plane.
In a recent publication by Vatne et al. [11] some of the same orientations as the
publications above were simulated using the quasicontinuum (QC) method with an
EAM potential. For crack orientations (010)[101] and (11¯0)[001] crack propagation
within the original crack plane was observed, accompanied by blunting of the crack-
tip and bcc → fcc transformation in a region close to the crack-tip. The same
type of events occurred also with a (010)[001] orientation, but now the crack started
growing on a (11¯0) plane, 45◦ with respect to the original crack plane. A (011¯)[011]
crack was also tested, and they observed dislocations in a {112}〈111〉 slip system, in
accordance with [6, 10]. A systematic investigation of the inﬂuence of T -stress was
also performed, together with isotropic versus anisotropic boundary conditions with a
modiﬁed boundary layer (MBL) approach.
Some studies take into account elevated temperatures and the brittle-to-ductile
(BDT) transition, e.g. [12, 13, 14]. The main result from these examinations is that
the material deforms more easily and the crack-tip blunts more when the temperature
increases, and that a transition from brittle to ductile behavior can be shown using
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molecular dynamics, at least for the orientations tested in these references. Also, there
is a greater tendency for twinning and stacking faults at low temperatures, which seem
to favor bond breaking at the crack-tip.
Common for all the simulations mentioned above is that they consider straight
crack fronts, making the modeled systems eﬀectively two-dimensional, or semi-three-
dimensional. Real cracks in metals are, however, not straight, and this three-
dimensional nature should be taken into account when studying fracture mechanisms
and predict how the materials fail.
Several authors have studied the nucleation and/or evolution of voids in metals,
which is a 3D problem, but most of these are fcc materials like copper [15, 16, 17, 18, 19]
and nickel [20] and the ones for bcc materials are for tantalum [21, 22], vanadium,
niobium, molybdenum and tungsten [23] – not iron. To our knowledge no one else has
previously studied penny-shaped cracks using molecular dynamics. We believe it is
important to study this geometry as it could model typical brittle particles within a
material, where the initial crack might be ﬂat and semi-circular. Since the initial crack
is circular it has access to all possible growth directions – the crack can choose which
direction(s) to extend depending on which wins the competition between diﬀerent
energetically favorable possibilities of cleavage, slip, twinning, phase transformation
and dislocation emission.
2. Computational methods
All simulations have been performed using the molecular dynamics software LAMMPS
[24] run on a supercomputer. The potential used for the simulations is the iron part of
the EAM potential by Ruda et al. [25], which is nothing but the so-called ”extended
Mendelev II” [26] that builds upon the original ”Mendelev II” potential [27]. The
Mendelev potential is one of the very few to correctly predict the sixfold symmetry of
screw dislocation cores, as calculated by DFT calculations [28, 29], so we choose this
since screw dislocations are known to be important in the plasticity of bcc metals.
Two diﬀerent specimen geometries have been investigated: a through-thickness
crack and an embedded penny-shaped crack, both depicted in Figure 1. Simulations
have been performed with the crack located on three crystallographic planes, namely
the {100}, {110} and {111} planes of the iron bcc lattice. In the through-thickness
specimen, two orientations of the crack front has been studied for each of the three
crack planes, in order to see the eﬀect this has on the crack mechanisms. In the penny-
shaped crack specimen, however, only one simulation has been run on each crack plane,
since the circular embedded crack has access to all crack growth directions and can
grow in whichever direction is energetically favorable. In Table 1 an overview of all
the tested orientations is given, together with an overview of favorable cleavage planes
and twinning/slip systems in the diﬀerent cases.
The through-thickness cracks all have a half-length a of about 60 A˚, and the
penny-shaped cracks correspondingly have a radius a of approximately 60 A˚. All
specimens have lengths L in x- and y-directions of about 600 A˚. The through-thickness
specimens have a thickness of only three lattice unit cells in the z-direction, so this
is only a ”semi-3D” system. The penny-shaped cases, on the contrary, are 600 A˚
also in the z-direction, making them full 3D simulations. These conﬁgurations result
in simulations with approximately 400, 000 atoms for the through-thickness cases
and approximately 18.5 million atoms in the penny-shaped cases. The initial cracks
are introduced by switching oﬀ the interactions between two regions of atoms, thus
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Table 1. Overview of possible slip systems, twin directions and preferred cleavage
planes in the orientations considered in the simulations. The angle given is
the angle between the initial crack plane and the cleavage plane/slip system in
question, normal to the crack front direction.
No. Crack orientation System/plane Type Angle
(plane)[front direction] (deg)
1 (010)[101] (010) cleavage 0
{112}〈111〉 twin/slip ±35.3
2 (010)[001] (010) cleavage 0
(110) cleavage ±45
3 (110)[001] (110) cleavage 0
4 (110)[1¯10] (110) cleavage 0
{112}〈111〉 twin/slip ±54.7
{112}〈111〉 twin/slip ±125.3
5 (111)[1¯1¯2] {110}〈111〉 slip ±90
6 (111)[1¯10] (110) cleavage 35.3
{112}〈111〉 twin/slip ±90
creating atomistically sharp cracks.
The systems are periodic in all directions in order to prevent free surfaces, and
they are loaded in Mode I normal to the crack plane by linearly rescaling the system
length in y-direction according to a strain rate of 5 · 108 s−1. The deformation is
performed with a time-step size of 1 fs until the systems are strained about 8 %.
Before any deformation is applied, the systems are relaxed at 1 K with zero pressure
in all directions until a stable state is reached. During deformation the systems are
also kept at 1 K, and with zero pressure applied in the crack plane directions.
3. Results
This section is divided as follows: ﬁrst the crack mechanisms in the through-thickness
cracks are presented; then the eﬀects of diﬀerent crystallographic orientations of the
penny-shaped cracks are described. All ﬁgures from the simulations are produced
using the Open Visualization Tool (OVITO) [30], and coloring of atoms is due to
common neighbor analysis (CNA) [31, 32].
Figure 1. Simulated systems: through-thickness crack (left) and penny-shaped
embedded crack (right), both loaded in Mode I.
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Table 2. Through-thickness crack – overview of the ﬁrst events to take place
in the orientations considered. The type of mechanism, the strain when the
mechanism is ﬁrst observed and the calculated KI values are given.
No. Crack orient. System/plane Mechanism Strain KI
(plane)[front dir.] (%) (MPa
√
m)
1 (010)[101] (010) fcc formation 3.8 0.80
{112}〈111〉 twinning 4.4 0.91
2 (010)[001] (010) fcc formation 4.2 0.88
(110) bond-breaking 5.4 1.09
3 (110)[001] (110) fcc formation 3.4 0.94
(110) bond-breaking 4.3 1.15
4 (110)[1¯10] {112}〈111〉 dislocation 3.4 0.94
5 (111)[1¯1¯2] {110}〈111〉 dislocation 3.6 1.04
6 (111)[1¯10] (110) bond-breaking 3.2 0.97
{112}〈111〉 twinning 3.4 1.00
{112}〈111〉 dislocation 4.3 0.97
3.1. Simulations of through-thickness cracks
Fracture mechanisms for through-thickness cracks on three crack planes are studied.
Two crack front directions are chosen for each crack plane, corresponding to interesting
crack directions to compare with the penny-shaped crack simulations. All ﬁgures
show only one tip of the through-thickness crack in order to study the mechanisms
more closely, yet the whole system has two crack fronts which show the same kind of
mechanisms. Stress – strain curves for all the through-thickness crack simulations are
shown in Figure 2, where stress is calculated as the negative of the pyy pressure tensor
component from the simulations, and strain is calculated from the current time-step
multiplied by the strain rate. Also, Table 2 gives an overview of the ﬁrst events and
mechanisms for each orientation, together with the strain as well as the stress-intensity
at which the event takes place. The strain is calculated from the current time-step
multiplied by the strain rate, while the Mode I stress-intensity KI is calculated from
the standard expression for a through-thickness crack [33],
KI = σ
√
πa (1)
where σ is the stress at the strain of the event, read from the stress – strain curve,
and a is the half crack-length.
3.1.1. Orientations on the (100) crack-plane The behavior changes quite drastically
with crack front orientation, as seen in Figure 3. In the (010)[101] orientation (Figure
3(a)) fcc structure is created at approximately 35.3◦ close to the crack-tip at a strain
of 3.8%, followed by twinning in the same direction starting at a strain of about 4.4%.
This corresponds to the point of the stress – strain curve where the stress ﬂattens out
and start to decrease (see Figure 2). The twinning occur on a (121)-plane, which is an
expected twin/slip plane in bcc [34]. At later stages of the loading the crack extends
slightly (3-4 broken atom bonds), but at this point the twinned regions have reached
the boundaries of our system and might inﬂuence the crack behavior.
The (010)[001] orientation (Figure 3(b)) also shows formation of fcc structure -
the ﬁrst sign of fcc is at a strain of about 4.2%. In this case, however, the fcc regions
are symmetrically placed ±45◦ with respect to the crack-plane, on {110} planes, and
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no twinning is observed. The fcc regions extend, ﬁrst in length but later also in width,
as the loading is increased. Looking at the stress – strain curve in Figure 2, the slope
starts deviating from its linear trend at about the same time as the fcc formation
starts, and the curve starts ﬂattening out at about 5.2% strain, which is when the fcc
regions starts to get wider.
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Figure 2. Stress – strain curves for all six orientations in the through-thickness
crack simulations. Stress is calculated as the negative of the pyy pressure tensor
component from the simulations, and strain is calculated from the current time-
step multiplied by the strain rate. (Color online.)
(a) The (010)[101] crack. (b) The (010)[001] crack.
Figure 3. The two through-thickness cracks simulated in the (010)-plane. Atoms
colored due to CNA, where blue is bcc, green is fcc, yellow is bcc twin and white
is unknown structure. (Color online.)
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(a) The (110)[001] crack. (b) The (110)[1¯10] crack.
Figure 4. The two through-thickness cracks simulated in the (110)-plane. Atoms
colored due to CNA, where blue is bcc, green is fcc, yellow is bcc twin and white
is unknown structure. (Color online.)
3.1.2. Orientations on the (110) crack-plane The (110)[001] orientation (Figure 4(a))
produce crack extension through bond-breaking, starting at a strain of about 4.3%.
Both before and during crack extension there are regions of fcc almost perpendicular
to the crack-plane, and these regions follow the crack as it grows. The ﬁrst sign of
fcc is seen at a strain of about 3.4% – from a size of only a few atoms, the fcc regions
grow until the crack starts growing, and they continue to grow further as they follow
the crack-tip through the material.
The (110)[1¯10] crack orientation (Figure 4(b)) does not result in crack extension,
but rather blunts the crack-tip by emitting edge dislocations in the {112}〈111〉 slip
system, starting at a strain of 3.4 %. This corresponds very well with the stress –
strain curve in Figure 2, where we see a noticeable change in the slope of the curve as
this strain is reached. As loading continues, more dislocations are emitted in this slip
system, at angles ±54.7◦ with respect to the crack plane, and the stress – strain curve
continues to ﬂatten out and ﬁnally decrease. No fcc formation or twinning occurs in
this orientation.
3.1.3. Orientations on the (111) crack-plane The (111)[1¯1¯2] system (Figure 5(a)) has
a {110}〈111〉 slip system available at ±90◦ with respect to the crack plane, and this
is exactly where we observe emission of dislocations in this case, starting at a strain
of 3.6 %. No crack extension, fcc formation or twinning occurs in this orientation –
only edge dislocations are emitted and the crack-tip blunts.
The last through-thickness crack orientation investigated, (111)[1¯10] (Figure
5(b)), reveals a more complex fracture behavior. Here we ﬁrst observe crack growth
away from the original crack plane, then twinning and ﬁnally dislocation emission.
The crack starts growing away from the original crack plane at a strain of 3.2 %,
on the (110)-plane, shown to the left in Figure 5(b). As the crack grows a twinning
region is formed around the crack tip in a direction normal to the original crack plane,
as shown from left to right in Figure 5(b). At a strain of about 4.4 % the crack
extension stops, and edge dislocations are now emitted from the crack tip. As loading
continues more dislocations are emitted, and they all go in the opposite direction of
the twinning, in a {112}〈111〉 slip system. As the crack moves away from the original
crack plane, the situation becomes the same as the (110)[1¯10] crack orientation (Figure
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(a) The (111)[1¯1¯2] crack. (b) The (111)[1¯10] crack.
Figure 5. The two through-thickness cracks simulated in the (111)-plane. Atoms
colored due to CNA, where blue is bcc, green is fcc, yellow is bcc twin and white
is unknown structure. (Color online.)
4(b)), except that the loading is now a mix between Mode I and II for the crack-tip.
The dislocations follow the same slip system as they did in the (110)[1¯10] case, which
is as expected. When looking at the stress – strain curve in Figure 2, we can actually
see the stress decreasing when the crack extends, before ﬂattening out and slowly
increasing when dislocation emission starts.
3.2. Simulations of penny-shaped cracks
Penny-shaped cracks located on three crack planes have been studied, and fracture
mechanisms at the initial stages of crack extension are presented in this section. Stress
– strain curves for all the through-thickness crack simulations are shown in Figure 6.
Also, Table 3 gives an overview of the ﬁrst events and mechanisms for each crack
plane, together with the strain as well as the stress-intensity at which the event takes
place. The strain is calculated from the current time-step multiplied by the strain
rate, while the Mode I stress-intensity KI is calculated from the standard expression
for a penny-shaped crack [33],
KI =
2
π
σ
√
πa (2)
where σ is the stress at the strain of the event, read from the stress – strain curve,
and a is the crack radius.
3.2.1. The (100) crack-plane When loading the penny-shaped crack normal to a
{100} plane, the ﬁrst event to happen is that the crack goes from circular to almost
quadratic. The crack does not extend at all in the 〈100〉 directions during this period,
but grows in the 〈110〉 directions by bond-breaking, creating ”corners” of the crack as
shown in Figure 7(a). After fully straightening the crack fronts along 〈100〉 directions,
the crack does not keep its straight crack fronts, and it also grows slightly out of the
original plane. This more ”messy” crack growth happens, however, after the point
where we can no longer neglect boundary eﬀects, as the region containing high-energy
non-bcc atoms has reached our system boundaries. A full overview of the regions with
non-bcc atoms is shown in Figure 7(b).
In order to study the crack tip mechanisms more closely, two cuts have been
made to view the same orientations as in the through-thickness crack case, see Figure
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Table 3. Penny-shaped crack – overview of the ﬁrst events to take place in the
orientations considered. The type of mechanism, the strain when the mechanism
is ﬁrst observed and the calculated KI values are given.
Crack plane System/plane Mechanism Strain KI
(%) (MPa
√
m)
(100) (100) fcc formation 4.8 0.80
{112}〈111〉 twinning 6.0 0.91
(110) {112}〈111〉 dislocation 4.7 0.88
(110)[001] bond-breaking 4.95 1.09
(111) (110)[1¯10] bond-breaking 5.5 0.94
(111)[1¯1¯2] bond-breaking 5.6 1.15
{110}〈111〉 dislocation 5.7 0.94
{112}〈111〉 dislocation 5.8 1.04
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Figure 6. Stress – strain curves for the three crack plane orientations in the
penny-shaped crack simulations. Stress is calculated as the negative of the pyy
pressure tensor component from the simulations, and strain is calculated from the
current time-step multiplied by the strain rate. (Color online.)
8. To the left, in Figure 8(a), the (010)[101] crack system is depicted, and we see
that a region of fcc atoms appears in front of the crack tip. This happens at a strain
of about 5.2 %, right before the crack extends straight ahead by breaking 3-4 atom
bonds. After this small crack extension, regions of non-bcc atoms form symmetrically
in front of the crack at about ±35.3◦ – regions that turn into pure twinning at about
6.0 % strain. This corresponds to the point on the stress – strain curve (Figure 7(a))
where the stress drops rapidly.
Figure 8(b) shows the (010)[001] system, where we observe fcc formation
symmetrically at ±45◦ in front of the crack tip, starting at about 5.3 % strain. As
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Figure 7. Evolution of the penny-shaped crack in the case with loading normal
to a {100} plane, with increasing strain (in percentage) denoted under each ﬁgure.
In a) the stress – strain curve for the simulation is shown, together with the crack
shape at selected points. The blue atoms show the initial crack, and the red atoms
show where the crack has grown. b) shows only non-bcc atoms at selected strain
values. Formation of fcc structure is seen, as well as twinning in the corners when
the fcc regions meet. Atoms colored due to CNA, where green is fcc, yellow is bcc
twin and white is unknown structure. (Color online.)
(a) A (010)[101] cut. (b) A (010)[001] cut.
Figure 8. Cuts through the penny-shaped crack simulated on the (100)-plane.
Atoms colored due to CNA, where blue is bcc, green is fcc, yellow is bcc twin and
white is unknown structure. (Color online.)
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loading continues the fcc regions get slightly broader, and stretches further out in the
sample. The crack never grows in this direction, but at 6.0 % strain it suddenly blunts,
and the fcc regions turn into a mixture dominated by fcc and twin regions. Again,
this happens at the point on the stress – strain curve (Figure 7(a)) where the stress
drops rapidly.
3.2.2. The (110) crack-plane The crack on the (110)-plane exhibits a mixture of crack
extension, dislocations, fcc formation and twinning, see Figure 9(b). Dislocation loops
are emitted in {112}〈111〉 slip systems symmetrically on both sides of the original
crack-plane, resembling butterﬂy wings (see Figure 10). The loops consist of an edge
Figure 9. Evolution of the penny-shaped crack in the case with loading normal
to a {110} plane, with increasing strain (in percentage) denoted under each ﬁgure.
In a) the stress – strain curve for the simulation is shown, together with the crack
shape at selected points. The blue atoms show the initial crack, and the red
atoms show where the crack has grown. b) shows only non-bcc atoms at selected
strain values. Crack extension happens in the [11¯0] and [1¯10] directions, while
edge dislocation loops are emitted in {112}〈111〉 slip systems at an angle ±54.7◦
with respect to the crack plane, and they have screw dislocations on the sides.
The dislocations move normal to the crack plane, and the loops follow the crack-
tip around the circular crack until they meet each other. As the edge and screw
dislocations move away from the crack, they leave twinning (yellow) and debris
behind in the bcc structure. Atoms colored due to CNA, where green is fcc, yellow
is bcc twin and white is unknown structure. (Color online.)
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Figure 10. Snapshot from a simulation of the penny-shaped crack in a {110}
plane, clearly showing how the dislocation loops emitted in {112}〈111〉 slip
systems resemble butterﬂy wings. The coloring of the atoms is done due to von
Mises stress, where blue is low and green is high stress, respectively. (Color
online.)
dislocation front following the {112}〈111〉 slip system, screw dislocation sides and
mixed dislocations connecting them. The originally circular crack extends slightly,
changing its shape to an octagon. Edge dislocations are then emitted from the 〈011〉
crack fronts and screw dislocations from the 〈111〉 fronts of the octagon. The crack
then grows further, turning the octagon into a hexagon. This is happening as the screw
dislocations emitted from the 〈111〉 crack front, moving on the {112}〈111〉 slip system,
turns into twinning as the stress increases. The twinning is also in the {112}〈111〉 slip
system, and is going from the dislocation loop down to the crack plane. This causes
the crack to grow so that the crack front is the intersection vector, which will be 〈011〉
directions. Both the screw and edge dislocation parts of the loops are gliding, but the
edge dislocations are moving faster than the screw dislocations. An overview of the
evolution of non-bcc regions due to increasing strain is shown in Figure 9(b).
Figure 11 shows two slices through the penny-shaped crack, corresponding to
the through-thickness orientations. In the (110)[001] crack system, Figure 11(a), we
observe some crack growth combined with a region of fcc almost normal to the crack
(a) A (110)[001] cut. (b) A (110)[1¯10] cut.
Figure 11. Cuts through the penny-shaped crack simulated on the (110)-plane.
Atoms colored due to CNA, where blue is bcc, green is fcc, yellow is bcc twin and
white is unknown structure. (Color online.)
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plane. The crack starts growing at a strain of about 4.95 %, right after the ﬁrst sign of
fcc formation. After crack growth by the breaking of 6-7 atom bonds the crack stops
again and the fcc regions disappear and are replaced by twinning.
For the (110)[1¯10] orientation, Figure 11(b), we see dislocation emission in the
{112}〈111〉 slip system, starting at a strain of 4.7 %. Several dislocations are emitted
as loading continues, at angles ±54.7◦ with respect to the crack plane. Looking at
the stress – strain curve in Figure 9(a) we can see the curve starting to ﬂatten around
the point of the ﬁrst dislocation, and continuing this trend as more dislocations are
emitted later in the simulation.
3.2.3. The (111) crack-plane In the case of loading normal to the {111} crack-plane,
almost no crack extension happens. Instead, dislocations looking like smoke-rings (see
Figure 12) are produced all along the crack front, moving in the loading direction
(see Figure 13(b)). No dislocations appear until a strain of 5.7 % is reached, but
after the ﬁrst dislocation is generated more are released in discrete bursts. Before
the ﬁrst dislocation is emitted, the circular crack-front straightens slightly along six
〈110〉 directions in the crack-plane, thus enabling dislocation emission in {110}〈111〉
slip systems. The crack fronts are all 〈112〉, and the dislocations are therefore emitted
on {110} planes in 〈111〉 directions.
Two slices through the penny-shaped crack are shown in Figure 14. Figure
14(a) shows the (111)[1¯1¯2] crack orientation which produces edge dislocation emission
normal to the crack-plane. This corresponds to the {110}〈111〉 slip system, as
explained above. Dislocations are emitted both in the upwards and downwards
directions, with several released as loading increases. Right before the ﬁrst dislocation
is emitted, the crack-tip advances by the breaking of 4-5 atom bonds, at a strain of
about 5.6 %. At 5.7 % strain the crack stops, and at the same time the ﬁrst dislocation
is emitted.
The ﬁnal cut through the penny-shaped crack is the (111)[1¯10] orientation (Figure
Figure 12. Snapshot from a simulation of the penny-shaped crack in a {111}
plane, visualizing how the dislocation loops emitted normal to the original crack
plane resemble smoke-rings sent out in discrete bursts. The coloring of the atoms
is done due to von Mises stress, where blue is low and green is high stress,
respectively. (Color online.)
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Figure 13. Evolution of the penny-shaped crack in the case with loading normal
to a {111} plane, with increasing strain (in percentage) denoted under each ﬁgure.
In a) the stress – strain curve for the simulation is shown, together with the crack
shape at selected points. The blue atoms show the initial crack, and the red atoms
show where the crack has grown. b) shows only non-bcc atoms at selected strain
values. We observe how the edge dislocation loops begin emitting in {110}〈111〉
slip systems, with screw dislocations on the sides. The dislocations move normal
to the crack plane, and the loops follow the crack-tip around the circular crack
until they meet each other. As the edge and screw dislocations move away from the
crack, they leave twinning bands (yellow) and debris behind in the bcc structure.
Atoms colored due to CNA, where green is fcc, yellow is bcc twin and white is
unknown structure. (Color online.)
14(b)). Here we observe crack extension away from the original crack-plane starting
at 5.5 % strain, following a (110)-plane. After extension by the breaking of 8-9 atom
bonds in the crack growth direction, the crack stops at a strain of 5.8 % – immediately
followed by the emission of an edge dislocation normal to the original crack plane.
This again corresponds to a mixed-mode case with the crack-tip now in an (110)[1¯10]
orientation, and the dislocation emission thus corresponds to the one seen in Figure
11(b). Both during crack growth and dislocation emission a twin region is growing from
the crack tip in a direction normal to the original crack-plane, and it keeps growing
as loading increases and more dislocations are emitted in the opposite direction. In
Figure 13(a) we present the change in crack shape together with the stress – strain
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(a) A (111)[1¯1¯2] cut. (b) A (111)[1¯10] cut.
Figure 14. Cuts through the penny-shaped crack simulated on the (111)-plane.
Atoms colored due to CNA, where blue is bcc, green is fcc, yellow is bcc twin and
white is unknown structure. (Color online.)
curve for this simulation, and it shows how the stress ﬂattens out as dislocations are
emitted from the crack.
4. Discussion
After presenting the results for all the through-thickness and embedded penny-shaped
crack simulations in the previous section, we now compare the two crack geometries
and discuss the mechanisms observed.
4.1. Comparison of penny-shaped and through-thickness cracks on a {100}
crack-plane
Looking at Figures 3 and 8 we observe many of the same type of events in the two
types of simulations. In the (010)[101] system we get formation of fcc followed by
twinning in both cases, and in the (010)[001] system we only get some fcc formation.
One diﬀerence is that in the (010)[101] case, we get twinning symmetrically around
the crack tip in the penny-shaped simulation, while for the through-thickness crack
fcc and twinning only appear on one side. Also, for the the (010)[001] system we
get broader fcc regions with a through-thickness crack than a penny-shaped; yet the
directions are the same.
The occurrence of twinning in the (010)[101] crack orientation is seen before
[8, 9, 11], and it is a mechanism tightly linked to cleavage at low temperatures. The
twinning regions do, however, quickly stretch far away from the crack-tip, making it
hard to simulate large enough systems to avoid boundary inﬂuence.
What do we learn when going from semi-3D to full 3D in this case? First of
all, we can see how the crack grows in speciﬁc directions in order to change into an
almost quadratic shape. This results in a situation where most of the crack front
has a {010}〈001〉 orientation with fcc formation at ±45◦. These fcc regions grow out
towards the edges of the square, and when they meet in the corners they form twinning
bands. The twinning relaxes the corners, making the crack almost octagonal at this
point, and the twinning regions in the {010}〈101〉 orientations become broader and
stretches further out.
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4.2. Comparison of penny-shaped and through-thickness cracks on a {110}
crack-plane
From comparing only Figures 4 and 11 we see many similarities in how the crack-tip
behaves in through-thickness and penny-shaped crack simulations. The (110)[001]
orientations result in crack extension and formation of fcc, while the (110)[1¯10]
orientations show crack-tip blunting by emission of dislocations in {112}〈111〉 slip
systems. This is in agreement to previous studies of the same orientations [10, 11].
What we cannot see in the through-thickness geometry, however, is how our
dislocations form loops in three dimensions and leave debris and twinning bands
behind. This is clearly seen in the penny-shaped crack geometry, where we also
observe how the crack changes shape due to bond-breaking, mainly in the [1¯10] and
[11¯0] directions. With a full 3D simulation we can observe the screw and mixed
dislocations that make up the sides of the edge dislocation loops, and how they turn
into mechanical twins as the dislocation moves further away from the crack.
4.3. Comparison of penny-shaped and through-thickness cracks on a {111}
crack-plane
In Figures 5 and 14 we ﬁnd many similarities, and the mechanisms are in general the
same in the two types of crack simulation. The (111)-plane has higher surface energy
than both the (100)- and (110)-planes [5], and thus we did not expect any crack growth
in the simulations where this was the initial crack plane. This was conﬁrmed in both
through-thickness and penny-shaped crack simulations, where we saw either pure edge
dislocation emission or a combination of crack growth away from the original plane
with twinning and dislocations.
Dislocations in a {110}〈111〉 slip system with a (111)[1¯1¯2] crack and a {112}〈111〉
twin combined with crack growth on an {110} plane with a (111)[1¯10] crack has
previously been observed by Gordon et al. [10] using several diﬀerent EAM potentials.
It is, however, interesting to see the same mechanisms occur even when we have a
penny-shaped crack.
A thorough study of the penny-shaped crack during loading shows how the crack
changes from circular to hexagonal, which creates straight crack fronts with 〈112〉 and
〈110〉 directions. This enables the dislocations and mechanical twins seen later in the
simulation.
4.4. Comparison of KI and E values
An overview of events and stress-intensity values KI for through-thickness and penny-
shaped cracks is given in Tables 2 and 3. The events are happening at larger strains and
stresses with the penny-shaped cracks, but since the diﬀerence between the expressions
(1) and (2) for KI values are a factor 2/π ≈ 0.6, the stress-intensities for the two crack
geometries end up being very similar. Comparing KI values for the same events in
the same crack orientations for diﬀerent geometries reveal that they are within 10%
from each other.
Also, E-moduli for the diﬀerent loading directions have been estimated from all
simulations, and they are presented in Table 4 together with values calculated from
the interatomic potential. The Young’s moduli from simulations have been estimated
from the initial, linear part of the stress – strain curves up to a strain of 1.0% by ﬁtting
data to a linear function, while the literature values have been calculated from the
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Table 4. E-moduli (in GPa) estimated from the various crack simulations
performed in this study, and calculated from the elastic stiﬀness values C11, C12
and C44 given in [10].
Type Crack orientation/plane E-modulus
(plane)[front direction] (GPa)
Through-thickness
(0 1 0)[1 0 1] 132
(0 1 0)[0 0 1] 131
(1 1 0)[0 0 1] 202
(1 1 0)[1¯ 1 0] 204
(1 1 1)[1¯ 1¯ 2] 251
(1 1 1)[1¯ 1 0] 252
Penny-shaped
(1 0 0) 136
(1 1 0) 214
(1 1 1) 266
Literature[10]
(1 0 0) 135
(1 1 0) 224
(1 1 1) 286
elastic stiﬀness values C11, C12 and C44 given in [10] for the ”Mendelev II extended”
potential [26]. Comparing results from through-thickness and penny-shaped crack
simulations show almost no diﬀerence in E-value for the two geometries, and also the
diﬀerence between the simulations and potential data is small (well within 10% for
all values). Thus, crack geometry does not seem to aﬀect the Young’s moduli - what
matters is the direction in which we measure the elastic response.
4.5. Change in crack shape and competition between mechanisms
Perhaps the most striking feature when studying penny-shaped cracks is to observe
how the crack changes shape. As shown in the Results section and discussed above, we
get very limited bond-breaking along the crack-tip of the initially circular crack. This
rather small change in crack shape has the eﬀect of enabling fcc formation, dislocation
emission and mechanical twins along a large part of the crack front, thus suppressing
unstable crack growth by bond-breaking.
When comparing speciﬁc directions in the penny-shaped cracks with the though-
thickness cracks, we see that locally the same mechanisms take place at approximately
the same stress-intensity values. But globally, the penny-shaped cracks ends up being
more ductile – dislocation emission and mechanical twins ends up ”winning” over
bond-breaking when looking at the crack as a whole. It is interesting to see how
nature organizes itself so that the crack ends up growing as little as possible, favoring
blunting of the crack-tips.
4.6. Remarks
In these simulations a strain rate of 5·108 s−1 is used, which might favor transformation
bcc → fcc and the creation of twinning regions. This is however, one of the limitations
of molecular dynamics – there is only a short time window available to study in order
for the simulations to be done within reasonable computational time. Slightly slower
strain rates could be investigated by spending more time, but they would still be very
far from regular experiments, which are usually performed at the order of 10−3 s−1.
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Another aspect is the potential used in the simulations. As noted in the
Methods section the Mendelev potential produce results in good agreement with
DFT calculations, and should be an ideal choice for simulations like these. There
exists even more accurate potentials for iron, like bond-order potentials (BOP) [35, 36]
that take into account directional bonding and magnetic properties, or one could
do direct DFT calculations on a geometry. However, these approaches require a lot
more computational resources and thus limit the system size. In order to investigate
geometries of the size we have in this paper, the less computation-demanding EAM
potential was therefore used, allowing us to study fracture mechanisms on a larger
scale. In the future, faster computers, more eﬃcient code and further development of
multiscale methods could allow us to run large-scale simulations even with BOP or
DFT calculations.
The simulations in this paper are performed at a temperature of 1 K. In future
simulations increased temperatures and the brittle-to-ductile (BDT) transition will
be interesting to investigate, to see how the penny-shaped crack changes behavior as
temperature increases.
Finally, since the simulations in this study is of ﬁnite size with periodic boundary
conditions, mechanisms that reach the boundaries will re-enter the simulation cell from
the opposite side. This is something that cannot be avoided, but in almost all cases
the most interesting simulation events take place well before any interaction with the
boundaries is taking place.
5. Conclusion
Molecular dynamics simulations of through-thickness and penny-shaped cracks have
been performed. The crack planes (100), (110) and (111) have been chosen and loaded
in Mode I using an EAM potential. By simulating three-dimensional, penny-shaped
cracks, we can observe crack-tip eﬀects and competition between crack mechanisms
that are not directly shown through the simulation of semi-3D, through-thickness
cracks. More speciﬁcally, we ﬁnd that the crack changes shape by bond-breaking in
order to make slip systems for dislocation emission more easily accessible. This makes
the penny-shaped cracks as a whole dominated by dislocation emission and mechanical
twins, suppressing further unstable crack growth.
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Abstract
The size and strain rate eﬀect on the deformation behavior of defect-free bcc-Fe nanopillars is investigated through
molecular dynamics simulations. Three crystallographic orientations, four pillar sizes and two strain rates have been
simulated in displacement-controlled compression. It is found that deformation mechanisms and stress – strain behavior
is highly dependent on the crystallographic orientation in the single crystal. For (100) and (110) pillar orientations there
is a clear size-strengthening eﬀect found to be caused by a lack of space to emit dislocations inside the pillars, while for
a (111) orientation the eﬀect is less profound. Lower strain rates are found to result in lower stresses and strains before
deformation begins.
Keywords: deformation, molecular dynamics, iron, size eﬀect, nanostructure
1. Introduction
In the last decades micropillar compression testing has
been developed and used to investigate a variety of mate-
rials at the micron and sub-micron scale. Using focused
ion beam (FIB) milling [1–4], nanoimprinting [3], chemical
etching [5] or other techniques [6], material can be removed
from a sample surface to produce small pillars. The pillars
are subsequently tested in a nanoindenter by using a hard
ﬂat tip to compress the pillars. They may be located with
high precision at a point of interest in a complicated mi-
crostructure, which for metals includes single grains, grain
boundaries, multigrain and multiphase structures.
A well-known expression within this type of research
is ”smaller is stronger”, which points at the strengthening
in materials with increasingly small dimensions, where the
yield stress σy is said to be following a trend σy ∝ D−α,
where D is the pillar diameter. Numerous experimental
studies have conﬁrmed this size-strengthening eﬀect, both
for fcc [7–11] and bcc [1, 4, 12–14] materials, with bcc
generally showing the smallest values of α. Bei et al. [5],
on the other hand, did not observe any size eﬀect when
performing indents on micron-sized Mo pillars.
One of the most recent studies on bcc [15] investigated
sample-size strengthening in Mo pillars with diameters as
low as 75 nm. Surprisingly, two diﬀerent size regimes were
found, with α becoming approximately three times larger
for D < 200 nm, resulting in the same size-strengthening
as for fcc at these small diameters.
The strain-rate used during nanopillar compression is
also known to inﬂuence the measured material strength.
Experimentally, this was investigated by e.g. Jennings et
∗Corresponding author
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al. in Cu pillars [16], and it was found that in their strain
rate range (10−3 − 10−1 s−1), faster loading gave higher
strength. Zhu et al. [17] found through MD simulations
and analytic derivations a strain rate and temperature de-
pendence of the dislocation nucleation stress in a copper
nanowire. The strain rate aﬀected the stress more at el-
evated temperatures, but was still noticeable at low tem-
peratures.
Numerous molecular dynamics (MD) and dislocation
dynamics (DD) simulations of nanopillar and nanowire
compression have been performed the past few years [17–
27], studying the eﬀects mentioned above, but have also
given a lot of attention to how dislocations behave in very
small structures.
In fcc the eﬀect of dislocation starvation [8, 28] is pro-
posed to be the mechanism mainly responsible for increased
strength at the nanoscale, since existing and nucleated
dislocations are quickly escaping to the material surface,
without multiplying. Bcc materials, however, shows in-
stead that dislocation multiplication is taking place, re-
sulting in only a modest strengthening eﬀect. Weinberger
and Cai [29] studied multiplication of a mixed (011¯)[111]
dislocation in a compressed nanopillar along a 〈100〉 direc-
tion. This dislocation quickly changed into a pure screw
dislocation, followed by formation of a cusp that turned
into a dislocation loop, moving on both {110} and {112}
planes. This mechanism showed that bcc micropillars are
unlikely to become ”dislocation-starved”, and would allow
further plastic deformation.
In this paper we are investigating nanopillar compres-
sion of body-centered cubic (bcc) iron, and for this type
of structure we have some important possible deformation
mechanisms. Slip in bcc normally occurs in 〈111〉 direc-
tions, which are the closest packed. The most common
slip planes are {110}, {112} and {123} [30]. Twinning can
Preprint submitted to Elsevier March 11, 2012
also occur, and this usually happens on the {112} planes
in 〈111〉 directions. There is an increased tendency for
twinning to occur with increasing deformation rate and
decreasing temperature. The above slip systems are also
found experimentally to be the most active in pure iron
and low-alloy steels [31, 32].
Lowry et al. [33] were able to experimentally approach
the theoretical material strength for molybdenum by an-
nealing nanopillars so they became dislocation-free. In our
MD simulations the pillars are made of perfect, dislocation-
free material, so we would expect high material strength.
The aim of this paper is to understand the size ef-
fect and deformation mechanisms in iron nanopillars at
low temperatures. Eﬀects concerning crystallographic lat-
tice orientation and strain rate sensitivity are also inves-
tigated. The Results section shows qualitatively how the
pillars deform due to compression and their stress – strain
behavior, while in Discussion we investigate how the above
mentioned parameters aﬀect material strength and behav-
ior.
2. Methods
Molecular dynamics (MD) simulations have been per-
formed using the software LAMMPS [34] run on a super-
computer. Our simulated system is shown schematically
in Figure 1, where the most important system lengths are
marked. Cylindrical pillars with a diameter D and a pillar
height L = 2.5D are used in all simulations. The pillars
are standing on a quadratic base large enough for the pil-
lars not to interfere with the system boundaries, and with
a thickness of about B = 25 A˚ for all simulations. The
two bottom atom layers of the base are kept ﬁxed during
indentation, resembling a rigid bulk material below. Peri-
odic conditions are used in-plane (in x- and z-directions),
thus in each case we eﬀectively simulate an array of free-
standing nanopillars. Interatomic forces were calculated
using an iron EAM potential by Mendelev et al. [35] – the
so-called ”Mendelev II” potential. This potential is one of
the few known to correctly predict the sixfold symmetry
of screw dislocation cores, as calculated by DFT calcula-
tions [36, 37], so we choose this since screw dislocations
are expected to be important in the plastic deformation of
the nanopillars. The bcc lattice was initially created with
a lattice parameter of a0 = 2.85532 A˚, and the system
was then relaxed at a temperature of 5 K and zero pres-
sure in the periodic directions using an NPT scheme. The
ﬂat punch indenter tip was simulated as a ﬂat, hard plane
parallel to the pillar top, compressing the pillar with a
constant velocity. This velocity is calculated for each sim-
ulation using the pillar height, in order to use the same
strain rate across the diﬀerent pillar sizes. Two strain rates
ε˙ = 5 · 107 s−1 and 5 · 108 s−1 are used for all pillar orien-
tations and sizes, and will sometimes be referred to as the
”slow” and ”fast” loading in the text. A timestep of 1.5 fs
is used throughout the simulations.
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Figure 1: Schematic overview of the system we are simulating, with
pillar diameter D and height L, as well as coordinate system and
bulk/surface thickness B indicated.
Four diameters have been simulated: D = 50, 100, 200
and 400 A˚. For each pillar size, three crystallographic ori-
entations were investigated. The orientations correspond
to the indentation plane punching parallel to the (100),
(110) and (111) planes of the bcc lattice. The number of
atoms in a single simulation varies from around 30, 000
up to about 12 millions, depending on pillar diameter and
orientation.
In order to further test the strain rate sensitivity, we
selected the pillar of diameter 100 A˚ with (110) orientation
to be tested at two additional strain rates, namely ε˙ =
5 · 106 s−1 and 5 · 109 s−1.
3. Results
In the following sections, the results of the simulations
are shown, divided with respect to the crystallographic
orientations that have been tested. All simulation ﬁgures
are made using the software OVITO [38]. Some ﬁgures
have coloring due to the von Mises stress per atom, with
blue and red as low and high stresses, respectively. In
some of these ﬁgures, all the atoms in the simulation are
included, while in others only atoms with high potential
energy are shown, in order to highlight dislocation move-
ment. In certain ﬁgures, common neighbor analysis (CNA)
[39, 40] is used, and atoms are colored such that white is
”unknown” lattice structure, while red/pink is bcc twin or
screw dislocation atoms. These ﬁgures show only non-bcc
atoms, and the surface atoms are removed in order to see
the dislocations inside. In analyzing the dislocations and
determining Burgers vectors, the Dislocation Extraction
Algorithm (DXA) [41] has been used.
There are distinct diﬀerences in how pillars with dif-
ferent orientations deform. A representative overview of
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Figure 2: Overview of the three pillar orientations simulated with D = 400 A˚, after a fair amount of deformation has occurred. To the left
is the (010) orientation, where dislocation loops emit in four {112}〈111〉 slip systems at the base of the pillar. A (112) plane is indicated on
the ﬁgure for comparison. In the middle is the (110) orientation, where dislocation loops follow two crossing {112}〈111〉 slip systems starting
from the base of the pillar. Also here a (112) plane is indicated in the pillar. To the right is the (111) orientation, showing deformation at
both top and bottom of the pillar. (Color online.)
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Figure 3: Dislocation details from the largest (D = 400 A˚) pillar indented on the (010) plane, shown at diﬀerent compression levels. The top
row shows results for a strain rate ε˙ = 5 · 107 s−1, and we view the pillar from below, looking up at the dislocation loops. Only atoms with
high potential energy are shown, in order to see the dislocations, and the atoms are colored according to their von Mises stress. The bottom
row shows results for a strain rate ε˙ = 5 · 108 s−1, and we view the pillar from the side, showing only non-bcc atoms inside the pillar (surface
atoms removed). Here, atoms are colored according to CNA. (Color online.)
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how the pillars look after some deformation has occurred,
is given in Figure 2. In the following section we present the
general deformation mechanisms for the three orientations
studied; speciﬁc diﬀerences between pillar sizes and strain
rates will be presented in the Discussion section.
3.1. Mechanisms – compression on a {010} plane
The {010} crystallographic orientation shows stable
compression of the pillar until a point where suddenly dis-
location loops appear at the bottom of the pillar, consist-
ing of edge dislocation fronts and screw/mixed dislocation
sides (see Figure 3). They nucleate from one or more out
of four symmetric points at the pillar surface, in the 〈101〉
directions where the pillar is attached to the base, and
have a 1/2〈111〉 Burgers vector. The loops move upwards
and across the pillar in 〈111〉 directions on {112} planes,
at angles of 35.3◦ with respect to the base, and they cross
paths approximately in the middle of the pillar.
After the edge dislocation fronts have passed each other,
they continue moving through the pillar and ﬁnally reach
the surface on the other side, resulting in the pillar becom-
ing wider at the bottom. The screw dislocation ”arms” of
the loops, however, get locked into each other after the col-
lision, and they stay inside the pillar as loading continues.
At a later stage, more loops are emitted in the same slip
systems, and the pillar keeps getting wider at the bottom.
3.2. Mechanisms – compression on a {110} plane
For the pillars compressed on a {110} plane, the ﬁrst
deformation event is one or two dislocation loops with
1/2〈111〉 Burgers vectors emitted from two symmetrically
placed sites at the base of the pillar. These points are in
the 〈001〉 directions on the pillar surface, and after being
emitted, the dislocations move in {112}〈111〉 slip systems
upwards and towards the middle of the pillar, at angles
54.7◦ with respect to the base. The dislocation movement
is shown in Figure 4, where in the ﬁrst ﬁgure on each row
we observe the ﬁrst signs of the dislocation loops. They
move towards the center and also up inside the pillar, cross
each other and ﬁnally reaches the surface of the pillar fur-
ther up.
As the loops reach the free surface on the far side of the
pillar, a twinning region is spreading backwards along the
dislocation path, making two crossing {112} twin planes.
In many cases, only one of these ”survives” as the pillar
is further compressed, and we observe that the twinned
region keeps on expanding (two twin planes moving further
away from each other). Yet in other cases, the two twin
regions stay there locked into each other, as the loading
continues. No deformation happens in the [11¯0] and [1¯10]
directions as the pillar is compressed; only the [001] and
[001¯] directions slide out along the twin planes.
For the largest pillars, in addition to the regular dislo-
cation loop motion and twin planes, we observe dislocation
multiplication as loading continues. This occurs from sites
along the screw and mixed dislocations following on the
sides of the edge dislocation fronts that cut through the
pillar, and is often associated with vacancies and debris
where the multiplication starts to happen. The ”arms”
of a dislocation multiplication follow {112}〈111〉 slip sys-
tems, but on two parallel {112} planes slightly separated.
In Figure 4, dislocation multiplication loops are clearly
seen in the two last frames of the top row.
3.3. Mechanisms – compression on a {111} plane
The last orientation tested has compression on a {111}
plane. For small pillars with high deformation rate, the
deformation of the pillar happens almost exclusively at
the top of the pillar, where material ”peels away” as the
indenter moves down. In larger pillars with smaller ε˙, this
deformation is accompanied by dislocation emission from
up to three symmetrically placed sites in 〈112〉 directions
on the surface at the bottom of the pillar, but the top keeps
on deforming as the pillar is compressed. The dislocation
activity in the bottom of the pillar is shown in Figure
5. The largest and most slowly loaded pillars show no or
almost no deformation at the top of the pillar, while there
is extensive dislocation emission at the bottom of the pillar
As shown in Figure 5, the loops at the bottom of the
pillar move through the pillar, and often collide along the
way. The loops have 1/2〈111〉 Burgers vectors, and they
move up and across the pillar at angles approximately 20◦
with respect to the base. As seen in the last two frames on
each row in the ﬁgure, the dislocations occasionally leave
behind trails of straight screw dislocations from discrete
sites on the edge dislocation front. These are shown as
straight red lines in the bottom frames of Figure 5, and we
observe that many of them stay in the material as straining
continues.
The largest pillars with (111) orientation also give rise
to many dislocation multiplications, in the same way as
described for the (110) pillar. This can be clearly seen in
the last frame on the top row in Figure 5.
3.4. Stress – strain relations
Stress – strain plots for the simulations with a strain
rate of 5 · 107 s−1 are given in Figures 6, 7 and 8, where
the stress experienced by the indenter is plotted against
the strain it imposes on the system. The stress is found
by dividing the indenter force by the area the indenter is
pushing on (a circle on the top of the pillar), thus normal-
izing the plots with respect to pillar size. The strain is
calculated by the expression ε = (H −H0)/H0, where H
is the current system height and H0 is the system height
at the beginning of the loading.
A ﬁtting to a linear function f(x) = ax + b has been
performed on the initial part of the stress – strain curves,
in the range 1−5%, where they are most linear. The ﬁtted
values of a are estimates of the Young’s moduli Eijk for the
diﬀerent planes {ijk} that have been tested. An overview
of the resulting E-values is given in Table 1.
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[110]
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Figure 4: Dislocation details from the largest (D = 400 A˚) pillar indented on the (110) plane, shown at diﬀerent compression levels. The top
row shows results for a strain rate ε˙ = 5 · 107 s−1, and we view the pillar from below, looking up at the dislocation loops. Only atoms with
high potential energy are shown, in order to see the dislocations. The bottom row shows results for a strain rate ε˙ = 5 · 108 s−1, and we view
the pillar from the side, showing only non-bcc atoms inside the pillar (surface atoms removed). The atoms in both rows are colored according
to their von Mises stress (Color online.)
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4.46% 4.56% 4.59% 4.67%
5.3% 5.5% 5.7%
[111]
[-1-12]
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Figure 5: Dislocation details from the largest (D = 400 A˚) pillar indented on the (111) plane, shown at diﬀerent compression levels. The top
row shows results for a strain rate ε˙ = 5 · 107 s−1, and we view the pillar from below, looking up at the dislocation loops. Only atoms with
high potential energy are shown, in order to see the dislocations, and the atoms are colored according to their von Mises stress. The bottom
row shows results for a strain rate ε˙ = 5 · 108 s−1, and we view the pillar from the side, showing only non-bcc atoms inside the pillar (surface
atoms removed). Here, atoms are colored according to CNA. (Color online.)
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Figure 6: Stress – strain curves for the simulations of pillar indentation on the (100) plane, at a strain rate of 5 · 107 s−1.
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Figure 7: Stress – strain curves for the simulations of pillar indentation on the (110) plane, at a strain rate of 5 · 107 s−1.
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Figure 8: Stress – strain curves for the simulations of pillar indentation on the (111) plane, at a strain rate of 5 · 107 s−1.
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4. Discussion
4.1. Size and strain rate eﬀect on Young’s moduli
From the estimated E-moduli in Table 1 we see that
the three pillar orientations give highly diﬀerent elastic re-
sponse, as expected due to the anisotropic nature of iron.
For a given orientation, E-values for diﬀerent sizes and
strain rates diﬀer in general very little, the maximal dif-
ference being 9%. The last columns of Table 1 show calcu-
lated E-values from the interatomic potential data given
in [35] and experimental data [42], and we notice that our
results do not diﬀer signiﬁcantly from these values, even
though they are derived from elastic constants in a bulk
material sample. This clearly shows that E is a true ma-
terial constant.
In polycrystals all possible orientations will be present,
contributing to the elastic response. As a crude estimate,
we calculate the mean value of all E-values from our sim-
ulations, and ﬁnd E ≈ 221 GPa. This is close to the
reference value of 211 GPa for bulk iron, and shows that
our simulated iron samples also correspond nicely to a real
material.
4.2. Eﬀect of pillar size on stress
The main deformation mechanisms of pillars as a func-
tion of size are not signiﬁcantly diﬀerent when considering
the three orientations separately. But, what do diﬀer is the
maximum stresses and strains the pillars can withstand,
and the points at which the ﬁrst deformation events starts
to happen. In Figure 10 the stress at the ﬁrst deformation
event is plotted against the pillar diameter on a log – log
scale, and we observe a strong orientation dependence. We
deﬁne the ﬁrst deformation event as the ﬁrst dislocation
loop emission or the ﬁrst visible squeezing on the top (for
the (111) pillars), whichever comes ﬁrst. This is found by
visual inspection of the simulation data, where there is a
strain diﬀerence of 0.015% between each data point (0.15%
for the faster strain rate).
As seen in Figure 10, clear size strengthening trends in
the deformation stress can be found for orientations (100)
and (110). Fitting of the data to σdeform = βD
−α has been
performed, and the resulting curves are plotted together
with the data points as straight lines. For the slowest and
fastest strain rates on a (100) pillar, we get α = 0.1 and
0.3, respectively, and for the (110) pillar the corresponding
values are α = 0.2 and 0.3. Most of these values are within
the same range as the experimentally determined α-values
between 0.22 − 0.48 [1, 12, 13] The (111) pillar displays
no clear size-strengthening: For the slowly loaded pillars
the deformation stress is lower both for the smallest and
the largest diameter, while the fast loaded pillar show very
little sensitivity to pillar size.
4.3. Deformation mechanisms
As shown in Figures 2 - 5 and through the stress –
strain curves (Figures 6 - 8) we obtain very diﬀerent de-
formation behavior for the three orientations tested. This
is, to a large extent, caused by the number of available slip
systems. In the (100) pillar four symmetrical {112}〈111〉
slips systems are available, with a Schmid factor of 0.47.
The easily available slip possibilities are manifested through
a low deformation and maximum stress (see Figure 6).
For pillars loaded on (110) planes, the two symmetrical
{112}〈111〉 slip systems also has the highest Schmid fac-
tor with a value of 0.47, hence it is reasonable that these
are the ones activated. The (110) pillars all have edge dis-
location loops with screw and mixed dislocations on the
sides. As the loops collide with each other and the oppo-
site pillar surface, the screw dislocations produce debris,
twinning regions and twin planes. Upon further loading
these planes move further apart, making a wider twinned
region. This is the same behavior studied by Marian et al.
[43] and previously theoretically predicted in [44, 45]. The
very sudden appearance of a weak twinned region along
which the pillar can deform, results in a rapid drop in
stress to low values (see Figure 7).
For the pillars loaded in the (111) plane, the {112}〈111〉
and {123}〈111〉 slip systems have the highest Schmid fac-
tors, so these should theoretically be the ones activated.
These have, however, Schmid factors close to 0.3 – lower
than for the other orientations. This is reﬂected in the
stress levels (see Figure 8), which are the highest of the
three orientations tested.
Common for all simulated pillars is that the disloca-
tions responsible for the deformation start at the surface
of the pillar, in most cases at the base of the pillar, where
there is a stress concentration due the sharp boundary be-
tween the pillar and the surface it stands on. This stress
concentration is an important eﬀect to consider, since this
is where we ﬁnd the dislocations nucleating, but it is in
many previous simulations [19–27] not included. Most of
these simulations are only cylinders, in many cases peri-
odic along the cylinder axis, thus eﬀectively turning the
simulations into nanowire compression simulations, not
nanopillar simulations, and the ”pillars” are also in most
cases not allowed to bend/move freely in the x- and z-
directions, as done here. Even though experimental pillars
will not have as sharp a transition between the pillar and
the base material as in our simulations, there will always
be kinks on the pillar surface at the atomistic levels, which
can act as dislocation nucleation points. We thus believe
that this eﬀect is important to include in simulations.
4.4. Eﬀect of size on deformation mechanisms
The main diﬀerences in deformation mechanisms are
due to crystallographic orientation. However, some impor-
tant changes happen when the pillar diameter gets smaller,
which aﬀects the mechanical response of the material. We
observe that as the pillar diameter is reduced, there is less
volume for dislocations emitted at the same time. In the
case of the (100)-pillar, the largest pillar (D = 400 A˚)
emits dislocations from all four possible nucleation sites
almost simultaneously, while in the case of D = 200 A˚ the
loops are emitted one at a time. As the size becomes even
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Eijk ε˙ Diameter (A˚) Pot. Exp.
(GPa) (s−1) 50 100 200 400 data data
E100
5 · 107 122.7 122.7 119.8 118.6
135.1 143.0
5 · 108 125.0 123.1 126.1 134.6
E110
5 · 107 240.4 228.3 227.9 229.5
223.5 233.6
5 · 108 240.6 227.8 222.8 244.5
E111
5 · 107 307.7 306.4 297.8 300.6
285.8 296.2
5 · 108 306.7 307.3 297.3 319.4
Table 1: Values of Young’s moduli Eijk for the diﬀerent indenter planes (ijk), pillar diameters and strain rates ε˙ simulated, found by linear
ﬁtting of the initial parts of the stress – strain curves. The last columns show values calculated from the elastic constants given in the potential
data from [35] and experimental data from [42], respectively.
smaller, some nucleation sites never emit dislocations, and
the loops that are emitted appear separately from each
other. In Figure 9 pillars of D = 400 and 100 A˚ are put
next to each other to highlight the size diﬀerence. Dislo-
cations inside the pillars are shown, and we observe how
four loops occur at the same time in the large pillar, while
the small pillar only have room for one at a time. Similar
quantitative trends are also seen in the other two orienta-
tions. This shows that larger the surface/volume ratio is,
the harder it is to emit dislocation loops, and they are also
created from fewer sites and at diﬀerent times. Another
feature of reducing the pillar diameter for (110) and (111)
orientations is that the dislocation multiplication process,
which is observed in the large pillars, vanish. There is not
enough time or space for a multiplication to take place –
the dislocation loops collide into each other or reach the
opposite pillar surface too quickly.
4.5. Strain rate sensitivity
For the case of (110) pillars with a diameter of 100 A˚, a
total of four strain rates were investigated, and the result-
ing stress – strain curves are shown in Figure 11. There
is a clear trend that the maximum stresses and strains are
reduced as the strain rate slows down, see Figure 12. What
we observe from both Figures 11 and 12 is that ε˙ = 109 s−1
appears to be a too high strain rate to use in simulations
– it gives a rapid increase of stress at small strains, before
continuing along a more linear curve on a stress level far
above all the other simulation curves.
An exponential ﬁtting σ = Aε˙γ is done to the data
points for the three slowest loading rates in Figure 12, and
a value γ = 0.03 was found.
Of course, even though we have explored a range of
strain rates, they are still far from experimental values,
which can be typically be of order ε˙ = 10−1 − 10−3 s−1
[16]. Despite this gap in strain rate values, we have shown
a stable trend as the strain rate is changed, except for the
extremely fast case of ε˙ = 109 s−1.
5. Conclusions
By performing molecular dynamics simulations of nanopil-
lar compression, we have shown the deformation mecha-
nisms active when compressing on diﬀerent crystallographic
a) b)
d)
c)
[010]
[100]
[001]
[010]
[100]
[001]
400
100
Figure 9: Size comparison of two (010)-pillars. a) and b) are the full
pillars of diameter 400 and 100 A˚, respectively, after some deforma-
tion has occurred. c) and d) show only atoms with high potential
energy in order to see the dislocation loops, viewed from the bottom
of the pillars for diameters 400 and 100 A˚, respectively. All atoms
are colored according to their von Mises stress. (Color online.)
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power function for the three slowest strain rates. Both axes are in log scale.
9
planes in pure bcc iron. In addition, diﬀerent pillar sizes
and strain rates have been explored, and their inﬂuence
on the maximum stress and the strain at which the pillars
start deforming plastically.
The claim ”smaller is stronger” holds for pillars com-
pressed on {100} and {110} planes, while for {111} planes
there is no clear strengthening trend when varying the pil-
lar diameter. Larger pillar surface/volume ratios give less
room for dislocations to be emitted in smaller pillars, and
in addition the nucleation takes place from fever sites at
diﬀerent times.
By decreasing the strain rate, the maximum stress and
the strain at the onset of plastic deformation in the pillar
decrease.
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